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For 30 years, DIS Sensors (a subsidiary of Rotero Holding) has been the supplier of choice for high quality sensor technology. We develop, 
manufacture and supply sensors, control systems and electronics for applications of all kinds. Although our sensor range mainly focuses 
on the measurement of inclination, vibration and acceleration, DIS Sensors is also a leading supplier of rotary encoders and inductive 
proximity switches. 

Standard or custom
This brochure presents an overview of our wide range of sensors, and primarily describes the standard products. However, because our 
sensors are all developed and produced in-house, we can also offer custom solutions for specific needs.

Because innovation is in our blood, and know-how in our genes. So it’s no surprise to find high-quality components and solutions from 
DIS Sensors providing reliable measurement in machinery all over the world. 

Moreover, the excellent relationships we have built up with selected partners enable us to deliver large series at a highly favourable 
price/quality ratio.

■	 ISO9001, TÜV, UL and RDW certification
■	 an R&D department with a total of 75 years’ experience
■	 (pre-compliance) EMC measurements
■	 production department: surface mount and conventional assembly (single- and double-sided), wave and reflow soldering, electronics 

potting, small to medium-sized production runs (50 – 2,000 units/batch), full traceability
■	 testing department: functional tests, temperature and RH chamber, high precision calibration equipment 
■	 headquarters in Soest (NL)
■	 regional office in Germany, and a network of experienced distribution partners 

DIS Sensors 

Introduction



DIS Sensors is a subsidiary of Rotero Holding. This holding company consists of 5 independent but fully complementary subsidiaries: 
DIS Sensors (bv and GmbH), Rotero (Holland bv & Belgium bvba) and Q-Tec bv.

■	 DIS Sensors is dedicated to the development, production and sale of sensors, control systems and electronics.

■	 Rotero Holland and Rotero Belgium specialize in motion control solutions, and also distribute the products of DIS Sensors in their 
national markets.

■	 Q-Tec is specialized in the development and production of mechatronic solutions for the health care and related sectors.

Although each business unit has its own market and customer base, they readily support one another with their expertise when 
necessary. Across Rotero Holding, a total of 50 highly enthusiastic and qualified persons work with just one goal in mind:  
the best solution for the customer.

Rotero Holding 
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QG series
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Boom lifts (or ‘cherry pickers’) come in all 
shapes and sizes, but they have one thing 
in common: every type must be equipped 
with an inclinometer. First, to verify that the 
machine is level before raising the boom; 
then to continuously check for potential 
instability during operations. 

DIS Sensors offers a wide range of 
inclinometers for this application, including 
many with SIL2/PLd certificate. 

Inclinometers 
Inclinometers measure the angle with respect to the direction of the force of 
gravity in one or two axes. Inclinometers from the DIS Sensors QG series are 
based on robust MEMS technology, and their modular design makes it easy 
to optimize each sensor for a specific application. What’s more, for certain 
models, the handy configurator enables the end customer to easily adjust 
the sensor according to preference.

Specifications:
single axis measurement range: ±10°; ±30°; ±90°; 0 - 360°
double axis measurement range: ±10°; ±30°; ±90°
energy supply:    5 V DC or 10 - 30 V DC
analogue output:    0.5 - 4.5 V or 4 - 20 mA
digital output:    CANopen (Safety); RS232
level of protection:    IP67, IP68 or IP69K  
precision:    depending on model and range: 
     as high as ±0.02°
programmable:   filtering, measuring range
zeroing possibility:   depends on model  
functional safety:   SIL2/PLd (optional)
housing:    (reinforced) plastic or stainless steel
  
Functions: 
levelling, tilt protection, roll and pitch measurement, angle measurement

Applications: 
concrete pumps, cranes,  elevated work platforms, solar panels, 
air suspension systems, agricultural machinery

Application example

CANopen safety sensor for safety 
applications
DIS Sensors offers various inclinometers 
and accelerometers that are certified 
compliant with SIL2 (IEC 62061) and PLd 
(as per EN ISO 13849). 

This certification makes these sensors 
suitable for use in safety applications. 
The sensors are available in both the
standard QG65 reinforced plastic housing 
and the QG76 stainless steel housing.



QG series
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Acceleration sensors
The acceleration sensors of DIS Sensors measure acceleration in one, two 
or three axes. These sensors are based on robust MEMS technology and 
thanks to the modular design easy to adapt to specific requirements. Thanks 
to a to a higher bandwidth faster movements can be measured with very 
high accuracy.

Specifications:
measurement range: ±0.26 to ±18 g (1 g = 9.81 m/s²)
frequency:  0 - 10/50/100/500/1.000/2.000 Hz
energy supply:  5 V DC or 10 - 30 V DC
analogue output:  0.5 - 4.5 V or 4 - 20 mA
digital output:  CANopen (Safety)
level of protection:   IP67, IP68 or IP69K
precision:   depending on model and range: 
    as high as ±0.003 g
zeroing possibility:  depends on model
functional safety:  SIL2/PLd (optional)
housing:   (reinforced) plastic or stainless steel 

Functions: 
measurement of acceleration and vibration, active vibration damping, 
transport monitoring

Applications: 
agricultural machinery, wind mills, containers

Modern wind turbines are required by law 
to use accelerometers to monitor swaying 
of the mast due to wind and (offshore) wave 
action. When these sensors measure values 
that exceed a certain threshold, a signal is 
given to ‘feather’ the blades, putting the wind 
turbine into a safe state. 

DIS Sensors provides added value to turbine 
producers in the area of customer-specific 
filtering and safety circuit interfacing. 

CANopen safety sensor for safety 
applications
DIS Sensors offers various inclinometers 
and accelerometers that are certified 
compliant with SIL2 (IEC 62061) and PLd 
(as per EN ISO 13849). 

This certification makes these sensors 
suitable for use in safety applications. 
The sensors are available in both the
standard QG65 reinforced plastic housing 
and the QG76 stainless steel housing.

Application example
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QG series

The tilt of mobile machinery is usually 
monitored using inclinometers.
An inclinometer designed as a tilt switch can 
trigger warning and/or alarm signals when 
one or more pre-programmed angles is 
exceeded for a certain period of time.

This is also a simple but effective way to 
prevent abuse of the machines in a rental 
fleet.

Tilt switches
A tilt switch is in fact an inclinometer (a sensor) with a switching output, and 
with gravity serving as a reference. The tilt switches from DIS Sensors are 
based on MEMS technology and intelligent microcontroller algorithms. As 
a result, single or twin axis switches can be implemented with any desired 
switching angle. 

The standard enclosure for these sensors is a QG40 housing. The QG65 
variant offers the possibility to incorporate tilt switches with even higher 
precision and temperature stability.

Specifications:
single axis measurement range: up to 360°
double axis measurement range:  ±1° to ±90°
energy supply:    5 V DC or 10 - 30 V DC
output:    single or dual NPN/PNP
level of protection:   IP67, IP68 or IP69K
precision:     depending on model and range: 
     as high as ±0.1°
programmable:   switching angle, on/off delays,  

    filtering
housing:    (reinforced) plastic

Functions: 
replacement for mercury switches, tilt and tip over protection

Applications: 
elevated work platforms, agricultural machinery, forklift trucks, stackers

Application example



8

   

QR series

The contactless incremental encoder is 
used to measure the direction and speed of 
rotation of a shaft.

This technology is used in many machines in 
which a linear displacement is achieved by 
means of a rotary motor. This sensor is often 
used as an alternative for two inductive limit 
switches or expensive optical encoders.

The contactless absolute encoder is used to 
measure the absolute angle of a rotating shaft 
that turns through an angle of less than 360°. 
Typical applications include steering systems, 
throttle levers and automatic doors.

This rotary encoder is therefore highly 
suitable for continuous feedback of the shaft 
position to the controller.

Rotary encoders
Our rotary encoders enable contactless measurement of an angular 
displacement from 0° to 360° without a mechanical stop. We offer three 
different types: QR30(N), QR40 and QR40EMN. In the QR30 and QR40EMN 
range, the magnet is mounted external to the sensor, enabling the customer 
to mount the magnet on the rotating shaft.

The maximum distance of 3 to 10 mm (depending on model and magnet) 
between the magnet and the sensor provides sufficient clearance for 
mechanical tolerances under extreme conditions. Various outputs are 
available with a 12-bit resolution and a high repeatability for a wide range of 
applications.

The QR40 series is supplied complete with output shaft. The bearing is 
equipped with a fibreglass plain bearing. The QR40 has a zero-input, 
enabling the device to be zero-calibrated after installation, and making the 
sensor mounting procedure non-critical.

Specifications:
  Absolute Incremental
measurement range:  0 - 360° (subranges possible) 0 - 360° 
energy supply: 5 V DC or 10 - 30 V DC 5 V DC or 10 - 30 V DC
output: 0 - 5 V or 4 - 20 mA,  A/B pulse
 redundant, PWM  (32 - 1,024 ppr) 
  push/pull
level of protection: IP67 (QR40: IP66) IP67
resolution: 0.09° 0.09°
housing:  plastic plastic

Functions: 
replacing potentiometers, measurement of angle, speed and direction 

Applications: 
agricultural machinery, excavators, mobile and fixed waste compacters, 
valve control, robotics

Application example
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Inductive proximity switches 
The QX series of inductive proximity switches, with fully-encapsulated 
electronics, is manufactured in-house by DIS Sensors. Thanks to their 
unique flat design, these sensors are easily incorporated into any machine. 
What’s more, they are suitable for use in dirty, dusty and humid conditions, 
as well as other harsh environments. 

In addition to the standard products, we can also supply customer-specific 
inductive switches (e.g. with non-standard cable type/length, connector).

Specifications:
measurement range: 2 - 18 mm
energy supply: 10 - 30 V DC
output: PNP, NPN, NAMUR, NO, NC
level of protection: IP67
housing: plastic or aluminium, 16x16 to 40x40 mm
installation height:  10.3 - 25 mm

Functions: 
limit switches and position detection

Applications: 
mechanical engineering, agricultural machinery, excavators, forklift trucks, 
waste compactors, cranes, pile drivers, internal modes of transport, mobility 
scooters

QX series

A leading manufacturer of forklift trucks 
has been using the QX30 proximity sensor 
for over 20 years and couldn’t be happier 
with it! They selected the QX30 for its slim, 
robust housing and attractive price. 

Application example
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Hall sensors
Hall sensors have proven themselves over many years to be the most 
reliable technology for non-contact revolution measurement. Revolution 
speeds of up to 12 kHz can be measured using a range of options, with or 
without phase-shifted signals for direction indication.

Specifications:
measurement range:   0 - 12 kHz
energy supply:   10 - 30 V DC
output:   NPN, PNP, NO, NC
level of protection:   IP67
measurement distance:  0 - 5 mm
version:   internal (back biased) or external magnet
housing:   plastic

Functions: 
measuring rotation

Applications: 
coin-counting, electrical bikes

The robustness and low cost of Hall 
sensors have made them the favourite 
solution for counting revolutions.

For electric bicycles, reliable feedback of 
wheel and pedal speed is essential for the 
correct control of the auxiliary motor.

This is easily and reliably achieved with a 
Hall sensor in the wheel, plus one on the 
crankshaft.

Application example
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Our distributors 

We work with an extensive network of reliable and skilled distributors. These selected distributors enable DIS Sensors to export every 
product in our entire range to more than 20 countries worldwide.

Austria
Variohm EuroSensor Ltd
Hans-Bunte-Strasse 8 
D-69123 Heidelberg
T: +49 (0)6221-772233
F: +49 (0)6221-772244
E: heiko.wagner@variohm.com
W: www.variohm.de

Belgium
Rotero Belgium bvba
Wayenborgstraat 10
B-2800 Mechelen
T: +32 (0)15-451840
F: +32 (0)15-451841
E: info@rotero.be
W: www.rotero.com

Brasil
LRI Automação - MATRIZ
Rua Antônio Joaquim Mesquita, 
377 / 1 e 2 Andar
91350-180 - Porto Alegre -RS
T: +55 (0)51-21293000
F: +55 (0)51-21293008
E: leandro.roisenberg@lri.com.br
W: www.lri.com.br

China
Suzhou Controlway Electric Co., Ltd
No. 58 Yangdong Road, Suzhou 
Industrial Park
Jiangsu province
215022 Suzhou
T: +86 (0)512-88998586
F: +86 (0)512-88998786
E: sales@controlway.cn
W: www.controlway.cn

Finland
Aseko OY
Tinankuja 3
FI-02430 Masala
T: +358 (0)10-4001012
F: +358 (0)10-4001200
E: info@aseko.fi
W: www.aseko.fi

France
Vicatronic
3, route de Châteaumeillant
F-18270 Culan

T: +33 (0)2-48566335
F: +33 (0)1-72744398
E: contact@vicatronic.fr
W: www.vicatronic.fr

Germany
Representative: 
PLZ 16-33, 37-39, 48, 49, 59
Leue Sensorics GmbH
Schmiedkamp 22
D-29358 Eicklingen
T: +49 (0)5149-92129
F: +49 (0)5149-92130
E: info@leue-sensorics.de
W: www.leue-sensorics.de

Representative: 
PLZ 1-15, 34-36, 40-47, 50-58, 60-99
Variohm EuroSensor Ltd
Hans-Bunte-Straße 27
D-69123 Heidelberg
T: +49 (0)6221-772233
F: +49 (0)6221-772244
E: heiko.wagner@variohm.com
W: www.variohm.de

Sales Office DIS Sensors GmbH
Alfred-Herrhausen-Straße 44
D-58455 Witten
T:+49 (0)2302-915178
F:+49 (0)2302-915179
E:info@dis-sensors.de
W:www.dis-sensors.de

India
Ambetronics Engineers Pvt. Ltd
17-B, Tarun Industrial Estate
Mogra Pada, New Nagardas Road
Andheri (East), Mumbai - 400069
T: +91 (0)22-66995525
F: +91 (0)22-28226570
E: sales@ambetronics.com
W: www.ambetronics.com

Iran
Peyman Electric Co
No 203,Tehran Electric Building, 
Booshehri  Alley, 
Southern Lalehzar Street
Tehran
T: +98 (0)21-33999193
F: +98 (0)21-33999194

E: info@peymanelc.com
W: www.peymanelc.com

Italy
BTSensors s.r.l.
Via Volta, 12D
37026 Settimo di Pescantina (VR)
T: +39 (0)45-2220511
F: +39 (0)45-2220510
E: info@btsensors.it
W: www.btsensors.it

Poland
MW Technology Sp. z o.o.
Ul. Klonowa 32
40-168 Katowice
T: +48 (32)205-8121 / 515-098786
F: +48 (32)353-0535
E: Grzegorz.Jelski@mwtechnology.pl
W: www.mwtechnology.pl

Portugal & Spain
EncoSolution S.L.
Ctra. Dos Rius 69, local 1
ES 08440 Cardedeu (Barcelona)
T: +34 (0)93-8713057
F: +34 (0)03-8713182
E: susana@enco-solution.com
W: www.enco-solution.com

Sweden
Hemomatik AB
Nickelvagen 7, Länna
S-14250 Skogås (Stockholm)
T: +46 (0)8-7710220
F: +46 (0)8-7716200
E: info@hemomatik.se
W: www.hemomatik.se

Switzerland
Ymatron AG
Bruelstrasse 7
CH-8157 Dielsdorf
T: +41 (0)44-8552380
F: +41 (0)44-8552381
E: info@ymatron.ch
W: www.ymatron.ch

Thailand & Vietnam
PRC Technologies Ltd.
328/65 Ladprao 87 Rd.
Wangthonglang

Bangkok 10310
T: +66 (0)2530-1714
F: +66 (0)2530-1621
E: info@prctechnologies.co.th
W: www.prctechnologies.co.th

The Netherlands
Rotero Holland bv
Pompmolenlaan 21
3447 GK Woerden
T: +31 (0)348-495150
F: +31 (0)348-495171
E: info@rotero.com
W: www.rotero.com

Sentech Sensor Technology BV
Looier 5
5253 RA Nieuwkuijk
T: +31 (0)73-5183121
F: +31 (0)73-5183122
E: info@sentech.nl
W: www.sentech.nl

Turkey
NAIMSAN MAK. ELK.
KONT. MALZ. LTD. STI.
Yenigün Sokak No: 26/3 34674
Kuzguncuk-Istanbul
T: +90 (0)216-3340317
F: +90 (0)216-3340318
E: naimsan@naimsan.com.tr
W: www.naimsan.com.tr

United Kingdom
forTop Automation & Energy Control 
UK LTD
Malvern Hills Science Park
Geraldine Road, Malvern
Worcestershire, WR14 3SZ
T: +44 (0)1684-585148
F: +44 (0)1684-585401
E: info@4top.co.uk
W: www.4top.co.uk

United States of America
American Electronic Components
1101 Lafayette Street
46516 Elkhart (IN)
T: +1 (0)888-8476552
F: +1 (0)574-2938013
E: sales@aecsensors.com
W: www.aecsensors.com



Contact

DIS Sensors bv
Oostergracht 40              
3763 LZ Soest 
The Netherlands 

P.O. box 3334
3760 DH Soest
The Netherlands
   
Phone: +31 (0)35 6038181
Fax: +31 (0)35 6038180
   
E-mail  
General: 
info@dis-sensors.com
Sales: 
sales@dis-sensors.com
Technical: 
technical@dis-sensors.com
   
CoC-number: 
31031359

VAT ID number: 
NL008173278B01

www.dis-sensors.com
    
    
   


