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Tilt switch

1 or 2-axis

Output

1 x NPN or internal buzzer

Supply voltage

10 - 30 Vdc

Measuring range:

Switch point ± 2°

ApplicationApplicationApplicationApplication

Housing

Dimensions

Mounting

Protection

Humidity

Weight

Supply voltage (Vs)

   Polarity protection

   Current consumption

Operating temperature

Storage temperature

Measuring range

-25…+85 ºC

IP67, potted electronics

YES

ca 45 gram (excl cable)

10 - 30 Vdc

0 - 100%

X and Y axis: ± 10° max. (factory programmable)

1 / 2-axis tilt switch for zero levelling1 / 2-axis tilt switch for zero levelling1 / 2-axis tilt switch for zero levelling1 / 2-axis tilt switch for zero levelling

Quadro40, black PBTP

40 x 40 x 25 mm

2x stainless M3 x 25 mm screws

-20…+50 ºC

<15 mA

Measuring range

Output signals

   Short circuit protection

   Output load resistor

Input signal to disable output

Input signal for zero reset

Frequency response

Response time

Accuracy

   Offset error after zero reset

   Accuracy (excl. cross axis)

   Cross axis sensitivity

   Resolution

Max mechanical shock

Status LED

Connection

Wire M12 pin Function

Brown 1 + Supply voltage

White 2 Zero reset

Blue 3 Gnd

Black: 4 Scissor low input

5 NPN Output

< 10 ms

±0,5° (between -20 to +50°C)

3,5%

connection pin 2 to GND

Signal 1: > ±2°; Signal 2: >±2,5° (factory programmable)

N.A.

Male M12 connector

N.A.

0 - 18 Hz (± 10 Hz)

0,02°

N.A.

<0,1º

X and Y axis: ± 10° max. (factory programmable)

connection pin 4 to 10 - 30V

20.000 g

 

Male          
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Signal 1: > ±2°, active after >3s

Signal 2: >±2,5°, active direct

Signal 1: intermittent beeping

Signal 2: continuous beep

QG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CM

Unpowered sensor: output is off.

Scissor low active: output is off

QG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CM

The mechanical offset between ±5° 

can be adjusted by connecting   

"zero input" to ground.

Measurement orientationMeasurement orientationMeasurement orientationMeasurement orientation

Transfer characteristicTransfer characteristicTransfer characteristicTransfer characteristic

Hold timeHold timeHold timeHold time
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QG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CMQG40-KD-002H-AS-CM

Product conformityProduct conformityProduct conformityProduct conformity

CE conformity The model QG30 complies with the requirements of the standards

EN50081-1 and EN50082-1. 

Meachnical dimensionsMeachnical dimensionsMeachnical dimensionsMeachnical dimensions

Test standards and regulationsTest standards and regulationsTest standards and regulationsTest standards and regulations
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