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CONTINUOUS LEVEL 
MEASUREMENT

ULTRASOUND

Dinel ULM-53 ultrasonic level meter
For liquids, paste and mash materials
Measuring range 0,25-20 m
Ex-approved Xi-models (10 / 09)
Sensor body PVDF
Output 4..20 mA / 0..10 V
Protection class IP67
Easy calibration with two buttons
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•
•
•
•
•

Dinel ULM-70 ultrasonic level meter with display
For liquids, paste and mash materials
Measuring range 0,15-20 m
Ex-approved models
Output 4..20 mA / HART-protocol
Protection class IP67
Easy calibration with buttons
OLED-screen

•
•
•
•
•
•
•

MAGNETOSTRICTIVE TRANSDUCERS

Gemco magnetostrictive transducers
For liquids with float
Measuring range 0,025-7,6 m
4..20 mA / 0..10 V / PWM / SSI inputs
Supply voltage 7..30 VDC
Protection class IP68
Shock and vibration resistant (1000G/30G)
Several float and magnet options available

•
•
•
•
•
•
•

PRESSURE

Dinel HLM
For liquids 
Measuring range 10-100 m VP
Output 4..20 mA / 0..10 V
Supply voltage 10..30 VDC
Temperature range even -25.. +75 °C depending on model
Protection class IP68

•
•
•
•
•
•

CAPACITIVE LEVEL METERS

Dinel CLM-36 capacitive level meters
For liquids, paste and mash materials
Measuring range 0,2-20 m
Ex-approved Xi-models
Output 4..20 mA / 0..5 V
Protection class IP65
Stainless steel 1.4541, 1.4571
Easy calibration with two potentiometers

•
•
•
•
•
•
•

11-JPM

All dimensions, weights and other technical data given are subject to revision.
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LEVEL SENSORS

CAPACITIVE SENSORS

Dinel DLS-27
For liquids and bulk-solid materials
Measuring range 0,03-6 m depending on model
Protection class IP67
Electrode temperature range -30.. +200 °C
Material stainless steel 1.4541, 1.4571
NPN, PNP, NAMUR output options

•
•
•
•
•
•

Dinel CLS-18
For conductive liquids (e.g. water) 
Cost-effective and compact model
Operates as a switch in circuit (max. 100 mA) 
Good tolerance of sediment thanks to steel design

•
•
•
•

Dinel CPS-24
For liquids
Detects liquid in liquid level gauge or e.g. double coated tank
Protection class IP68
Temperature range -20.. +70 °C
NPN, PNP, NAMUR output options

•
•
•
•
•

FLOAT SWITCHES

M15 float switch
Spare switch
250 V AC 16(4) A
Durable composite design
Cost-effective and reliable

•
•
•
•

Dinel GPLS-25

For bulk-solid materials, such as pellets, flour, sand etc.
Two-wire connections, max. switching current 0,3 A
Wide range of supply voltage from 20 up to 250 V AC/DC
Protection class IP67

•
•
•
•

Dinel CLS-53N

For liquids in level gauges
Simple and quick to install
For gauges with glass or plastic pipe, diameter 15..50 mm 
Operates as a switch in circuit (max. 100 mA) 
Max. temperature of medium +90 °C

•
•
•
•
•

Dinel FLD-48
For liquids in non-conductive tanks
Flexible housing, material PUR
Fixes to the outer surface of the tank with an adhesive
Can be placed at curved surface

•
•
•
•

11-PK

All dimensions, weights and other technical data given are subject to revision.
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DISPLAYS AND 
CONTROL UNITS

DISPLAYS

Dinel PDU
Programmable display units
Front panel performance (IP40) or wall-mounted case (IP65)
Up to 4 relay outputs
Supply voltage 24 V AC/DC or 230 V AC
Also available with 4..20 mA output

•
•
•
•
•

Dinel LDU-400
For local level indication directly on the level meter
Four digit LED display
Programming through two keypads
Protection class IP67
4..20 mA loop powered

•
•
•
•
•

EX-ACCESSORIES

Isolating repeaters & supply units
Mounting on DIN rail
24 V and 230 V models
Input 4..20 mA
Output depending on model 4..20 mA or 0..10 V

•
•
•
•

11-NVK

All dimensions, weights and other technical data given are subject to revision.


