
16 CHANNEL ACTIVE UTP RECEIVER 
ITEM NO.: 15-UA16R 
 

1.FEATURE 
 16 terminal blocks or 4 x RJ45 to 32 x BNC . 
 Built in high balanced mode of transmission for extra interference immunity. 
 Transmission range : 1200 M 
 Video transmission only.  
 Built-in impedance couple device + noise filter. 
 Built-in surge absorber to reduce interference.  
 AC/DC 9V~24V power input. 
 Blue LED power indicator. 

 

2.OVERVIEW OF INSTALLATION 
Suggestion: 15-UA16R link with 15-U104 or 15-U101 
 

 
front panel 

 

 
 
 
#Please note “＋”, “－” of signal and cable, if confuse them, picture would be not clear or twist.   

 
 
 
 
 
 
 
 
 
 



15-AVC202 
CAT-5 UTP 4 Twisted Pair Cable  

 CAT-5 UTP 4 twisted Pair Cable: AWG 24 
solid anneal copper wire. 

 1000Ft/ Box 

 

 
 
RJ-45 Jack Function 

 
 
 
 
 
 
 
 
 
 
  
3.SPECIFICATION 
 

ITEM 15-UA16R 
VIDEO INPUT PORT 16 Port Terminal Block / RJ45 x 4
VIDEO OUTPUT PORT 32 Port (BNC Connector) 
TRANSMISSION DISTANCE 1200 M 
CABLE  Twisted Pair CAT5 
DIMENSIONS        mm 440x80X44 
WEIGHT             kg 1.56 

 
4.TROUBLESHOOTING 
1. No video signal, please check cable installation.  
2. Video signal is not clear, please check “＋” and “－” of cable.    

      
<OPTION> 

15-AVC201 
CAT-5 UTP 2 Twisted Pair Cable  

 CAT-5 UTP 2 twisted Pair Cable: 
AWG 24 solid anneal copper wire. 
 1000Ft/ Box 

 
 
15-AVC203 
CAT-5 UTP 4 twisted Pair Cable + Power Cord 

 CAT-5 UTP 4 twisted Pair Cable: AWG 24 solid anneal copper wire. 
 Power Cord: AWG 20 (7x0.32mm) anneal copper wire, 5Amp (Max.) 
 100Metter/ Box 
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RJ-45 JACK 
PIN Number Color 

1 White-Orange (＋) PAIR1
2 Orange (－) 

PAIR2 3 White-Green (＋) 
4 Blue (－) PAIR3
5 White-Blue (＋) 

PAIR2 6 Green (－) 
7 White-Brown (＋) PAIR4
8 Brown (－) 

1 21 3 4 5 6 7 8


