
WDR Digital Combo Box Camera

OSD
2D+3D

(On Screen Display)

CCVC (Camera Control Via Coaxial Cable)

(Digital Noise Reduction)

DIS (Digital Image Stabilization)

XPB60SW-MFD

Premium Picture Quality with Advanced Technology

COMBO  CCTV
Series All in One

Specification

ABC (Auto IR Brightness Control)

WDR (Wide Dynamic Range)

DC12V/24V AC

Highlight
Suppress BLC

HSBLC Shutter
High Speed

Motion
Detection

600 TV Lines

410K Pixels 0.00007 Lux

CCVC Remote Controller  (Option)

Digital Image Stabilization

tion
D

s

s 0.00007 Lux

Digital Image Stabilization
DIS

Sub-FunctionFunction XPB60SW-MFD

NTSC(ICX212) PAL(ICX213) 

1/3 Inch Sony DS CCD 

768(H)x494(V)  752(H)x582(V) 

Image Sensor

TV Sysrems 

Effective Pixels

811(H)x508(V)  795(H)x596(V) Total Pixels

Synchronization Internal / Line Lock

More than 600 TV Lines Horizontal Resolution 

Color Mode 

Sens Off 

Sens  x256 

50 IRE 25 IRE 15 IRE 

0.4 Lux  

0.0001Lux  0.0007Lux  0.0004Lux  

0.2 Lux  0.12 Lux  

B/W Mode 

Sens Off 

Sens  x256 

50 IRE 25 IRE 15 IRE 

0.04 Lux  

0.0001Lux  0.00007Lux  0.00004Lux  

0.02 Lux  0.06 Lux  

Minimum Illumination 

More than 52dB S/N Ration 

      Color / B,W / AUTO / EXT
(Output the Filter Changing Signal) 

      Color / B,W / AUTO / EXT (with D/N Filter Assy) 

Privacy 

Day & Night 

D-Zoom 

On / Off(4 Programmable Zone) 

On / Off

On / Off(Area Setting)

On / Off(Max. Level Setting)

On / Off( ~ 1/200K sec)

On / Off(Phase Control)

On / Off(Max. 54ea / 2 Line)

AI Lens(DC / VIDEO)

On / Off(2D + 3D)

On / Off

YES(Moved/Fixed)

1ea(Open Collector)

UART(Txd/Rxd, 3Vp-p), CCVC(with XRC-10)

VBS 1.0V p_P ( 75ohm Terminated), Digital Output

12VDC /24VAC Dual Power

150mA Max.(with IR & AI Lens)

- 20°C ~ +60°C

Detail, Reserve(H/V), Posi/Nega, PIP

On / Off(x128/NTSC, x160/PAL)

Motion Detection 

x1 ~ x10

1/60~1/100,000 sec 1/50~1/100,000 sec Electronic Shutter 

Flickerless 

x2 ~ x256Sens Up 

BLC 

AGC 

ALC(Auto Level Control) 

ELC(Electronic Level Control) 

Line Lock 

Camera ID 

DNR 

DIS 

WDR 

Etc Function

Alarm Output

Remote Control

Video Output

Intelligent Video 

CCD

Sync System

Performance

Functions

In/Output

Power
Power Input

sneL tnuoM SC & CsneL

Power Consumption

Operating Temperature

Operating Humidity

Dimension

Weight

Less than 90%

350g

61(W)mm X 51(H)mm X 116(D)mm

Revolutionary & Easy OSD control connection
through Video Signal!!!

XPB60SW-MFD
600TV Lines
C & CS Mount Lens
True Day & Night
WDR(Wide Dynamic Range)
2D + 3D DNR
DIS(Digital Image Stabilization) 
High Light Compensation
DC 12V / 24V AC(
BUILT - IN SURGE PROTECTION

Dual OSD Remote Controller

** MAIN MENU**
     PROFILE
CAMERA SET
INTELLIGENCE
PRIVACY ZONE
   OTHER SET
COMMUNICATION
   SYSTEM INFO
    LANGUAGE

Case

Lens Cable
Guiding Hole

Bracket

Screw

WDR ON

CONVENTIONAL  CAMERA COMBO CAMERA

WDR OFF


