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11NO-14FLOW INDICATOR
Straight design, with flanges
Type 880, PN 16
Ordering example: OSNO1050

PARTS AND MATERIALS
Body

Bonnet

Sight glass

Screws

Gasket

DN

15

20

25

32

40

50

65

80

100

125

150

200

250

DIMENSIONS AND WEIGHTS

Flow indicators for higher pressures (PN 25/40)
With threaded and weld ends
Special models on request

Borosilicate glass DIN 7080 max. 300 °C

Cast iron
GG 25

GG 25

Cast steel 
GS-C 25

C22.8 / RSt 37-2

4.6 galvanized

Graphite (or other materials)

Acid-resistant steel WN 
1.4408

WN 1.4301/1.4571

A4-70

Cast iron

OSNO1015

OSNO1020

OSNO1025

OSNO1032

OSNO1040

OSNO1050

OSNO1065

OSNO1080

OSNO1100

OSNO1125

OSNO1150

OSNO1200

OSNO1250

Cast steel

OSNO2015

OSNO2020

OSNO2025

OSNO2032

OSNO2040

OSNO2050

OSNO2065

OSNO2080

OSNO2100

OSNO2125

OSNO2150

OSNO2200

OSNO2250

Acid-resistant 
steel

OSNO3015

OSNO3020

OSNO3025

OSNO3032

OSNO3040

OSNO3050

OSNO3065

OSNO3080

OSNO3100

OSNO3125

OSNO3150

OSNO3200

OSNO3250

D

95

105

115

140

150

165

185

200

220

250

285

340*

405*

BL

130

150

160

180

200

230

290

310

350

400

480

600

730

D1

32

32

48

65

65

80

80

100

125

150

175

175

175

D2

45

45

63

80

80

100

100

125

150

175

200

200

200

S (16 bar)

10

10

10

12

12

15

15

20

25

25

30**

30**

30**

kg 
DIN

4,1

4,1

6,5

8,1

8,5

11,1

23,0

23,5

36

47

56

98

144

OPTIONS

Max. operating temperature
Max. operating pressure

OPERATION AND DESIGN VALUES
300 °C
16 bar

Flow indicators are used for optical surveillance of fluids and 
gases in both horizontal and vertical pipes.
When mounting, pay attention to flow direction!

* Available also in PN 10 with flanges
** 16 bar possible only with borosilicate glass
Also PN 25/40 flow indicators on request

pointer and impeller displays
with illuminator
glass cleaning methods (wiping, spray)
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All dimensions, weights and other technical data given are subject to revision.


