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KCA VMS software

3.75G (3G / 4G) (Vehicle tracking unlimited)
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Ari Lamminaho 040-6744003
ari.lamminaho@aseko.fi

KCA Tallennusjarjestelma - reaaliaikaista tietoa
tienpaalta

Aseko Oy:n maahantuomat KCA mobiilitallentimet
ovat ammattikayttajien suosimia.

Tallennin  on suunniteltu toimimaan 24 tuntia
vuorokaudessa ja se on rakenteeltaan passiivinen ja
nain ollen se kestaa tarinaa ja lampdétilavaihteluita.
Mobiilitallentimeen voidaan liittdd useita erilaisia
analogisia ajoneuvokameroita. Tallennin  pakkaa
videokuvan H.264 formaatilla ja tallennettu materiaali
on katseltavissa helposti SD muistikortilta. Ajoneuvoon
voidaan sijoittaa 8" tai 10.1" tuuman nayttd kamera-
kuvien katselua varten.

Ajoneuvojen etavalvonta hoituu 3G verkon ylitse
etdohjelmalla. DV-3514U, 2714U ja 2718U
tallentimien mukana tulee VMS etahallintaochjelmisto
joka ottaa vastaan ajoneuvoissa olevilta tallentimilta
GPS paikannustiedot ja ohjelma nayttaa karttapohjalla
auton sijainnin.

Ajoneuvon sijaitessa 3G-verkon alueella
etaohjelmistoon valittyy myos livekuvat. KCA onkin
loistava jarjestelma ajoneuvojen reaaliaikaiseen
seurantaan.

Olli Turtiainel
olli.turtiainen@aseko.fi




Mobiilitallennusjarjestelma

VMS - Hallintaohjelmisto

AP software - PC with “Window" base.

SD card / HDD storage image playback

1CH / 4CH / 8CH recording image playback simultaneously
Support Search / Setting / Live control function

Video / Audio recording image playback simultaneously
Support Worldwide GPS - Electronic Map function

GPS coordinate’s recording image playback and identification
G-Sensor event recording playback

TPMS data playback (Tire Pressure Measurement Sensor)
CAR speed data playback & monitoring

Intelligent playback data integration

(GPS /G-sensor / TPMS / Car speed / real vehicle's security)

3 axis (X.Y.Z axis) - G sensor identification of driving status




Mobiilitallennusjarjestelma

VMS - Hallintaohjelmisto

3.75G / WiFi Network real time tracking.
Flexible operation by available PC system
Support remote tracking and recording function
Remote 1CH / 4CH / 8CH playback display
Remote Search / Setting operation

Real time I/O Alarm alert

Remote Audio / Video recording & observation
Support worldwide GPS Electronic Map display
Remote TPMS display

Remote Driving speed display

Remote data log file download and recording
Two way audio broadcasting

Professional VMS integration- Unlimited vehicle's tracking.
(Vehicle Management System)

» Remote driving speed display & speeding alarm

« Remote tire pressure display & high pressure alarm

* Alarm display and action

» G-sensor function for driving status and send alarm message




Mobiilitallennusjarjestelma

3512 2CH H.264 Mobile DVR

ITEM DESCRIPTION

Compression H.264 (Linux)
Live Display 720x480 ; NTSC 30fpsiper channel , PAL 25fpsiper channel
Display screen 112-CH

Recording playback NTSC :60 CIF f PAL :50 CIF

Video input/output 2 BNC input (1¥p-pi750Q )71 RCA out
Audio inputfoutput 1 RCAin/1 RCA out

Alarm input/ output  4inJ 2 out

Playback Search DatefTime, Event

Video loss detection YES

Watchdog YES

Storage Support 32G SD CARD

Backup USB(2.0)

Network RJ45 101100 base Ethernet connector
PIP YES

luanguage English / Chinese

/R remote YES

RS-485 PTZ control

GPS YES (option)

TPMS YES (option)

G-sensor YES (option)

Power DC 9V ~ 36Y

Dimension 202mmy)y x 83mmiD) x 50mm (H)

Temperature -25°C~70°C




Mobiilitallennusjarjestelma

2714 4CH H.264 Mobile DVR

ITEM DESCRIPTION

Compression H.264 { Linux)

Live Display 720x480 ; NTSC 30fpsiper channel , PAL 25fps/per channel
Display screen FullPIP/QUAD-CH

Recording playback NTSC :120 CIF / PAL 1100 CIF

Recording Quality  SuperfHigh f Normal f Low

Video input/ output 4 BNC input (1¥p-pf75Q ) /1 RCA out

Audio inputfoutput 1 RCAin/1 RCA out

Alarm inputfoutput 8inJ 2 out

Playback Search Date/Time, Event

Video loss detection YES

Watchdog YES

Storage 2.5" SATAHDD removable { over 1TB) , SD CARD
Backup USB(2.0)

Network RJ45 10/100 base Ethernet connector
VGA No

Language English f Chinese

I'R remote YES

RS-485 PTZ control

GPS YES (option)

G-sensor YES

PC Viewer E-MAP { Google map)

Power DC 9V ~ 36V

Dimension 183mm(W) x 160mmi(D) x 50mm (H)

Temperature -25°C~70°C




