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11KL-14/1LIQUID LEVEL GAUGE

Parts

Overall and connection dimensions

Part
Spacer

Tension ring

Support ring

Sealing ring

Hexagon nut

Cylinder screw

Tension nut

Glass tube

Glass tube shield

No.
1

2

3

4

6

7

9

10

11

GLASS TUBE GAUGE

Cock pair D-8 (page 11KL-14)
Model R, without shield
Model RS-D, with shield

Max pressure 13 bar, max temperature +200 °C
Glass tube ø16 x 2 x L

Dimensions and weights

Model

R

RS-D

S mm

M-85

M-119

Glass tube 
length
M-21

M-21

kg

7,3

7,3

7,7

7,7

DN20 DN25

M = center-to-center distance

S = sight length

Gauge size

II

III

Center-
to-center 
distance 
M min
240

265

Body length 
K

153

178

118

143

3,8

4,3

Sight length 
S

Gauge weight 
kg

IV

V

290

320

203

233

168

198

5,0

5,5

VI

VII

350

380

263

293

228

258

6,7

6,9

VIII

IX

420

440

333

853

298

318

7,8

8,5

2 x IV

2 x V

495

555

408

468

373

433

10,0

11,0

2 x VI

2 x VII

615

675

528

588

493

553

13,4

13,8

2 x VIII

2 x IX

756

795

668

708

633

673

15,6

17,0

3 x VI

3 x VII

880

970

793

883

758

848

20,1

20,7

3 x VIII 1090 1003 888 23,4

3 x IX

4 x VII

1150

1265

1063

1178

1028

1143

25,5

27,6

4 x VIII

4 x IX

1425

1505

1338

1418

1303

1383

31,2

34,0

METAL BODY GAUGE

Cock pair D-8 (page 11KL-14)
Model K, PN 40, 32 bar / 236 °C for steam application

Longer sizes on request.
All dimensions, weights and other technical data given are subject to revision.


