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Product Overview

Basic Information

Control Center is managing software that can control max 1,024 units installed in remote area.

It provides functions such as real-time monitoring, search and backup of recorded image and setting. It also
supports dual monitor with 64 split screen and can monitor max 128 channels simultaneously. It can be done

with designated motion area, and text search is also possible.

Multichannel monitoring, optimal can be monitored even when multi-streaming WEBGATE's advantage of
partitioned to fit on the screen and the ability to automatically select a stream.

This feature is to show HD Stream (1080p, 720p) in single screen mode and SD Stream (D1, Half, CIF) in 16
split or more smaller split screen mode to reduce unnecessary consumption of network resources and to help
efficient use of CPU resources. This feature works automatically so no need to set user to transfer images
directly or wait.

Through this technology is applied in the distributed connection management, and it uses less CPU and
network load, real-time management of many units..

With more than 8channels of 1080p/30fps video can be smoothly monitored using a high-performance display
engine newly mounted from the Control Center 3.0 version, and other programs lack the performance of the
PC by momentarily, it turns channel monitoring only minimal frame rate to reduces to guarantee the stability
of the system, and when the performance restored, the system always returned to the monitoring of the
original frame rate automatically.

There are several way to notified and able to cope the situation that occurs in the registered units in real time,
it also provides the ability to store and retrieve the events that occurred and when an event occurs, it pops-up
the related video.

The Control Center provides Viewset and Map grouping function to efficiently and conveniently managing the
number of units.

Viewset function is to let user wish to select the channels with a new name from several units.

And the Map feature is to placing the camera, sensor, MIC and relay in the map to managing the units and
you can operate each device icon to view the image and control.

In addition, since it supports dual monitor, so you can monitor and control units at the same time, and also
you can check the units status in real-time such as event, alarm log,




Main Features

Support FULL HD Video

Control Center supports live monitoring/playback and backup with SD CIF/HALF/D1 normal image and also
HD 1080p(1920x1080), 720p(1280x720) high quality image.
v' Support up to 8ch at 1080p with 30fps each channel in live real-time monitoring
v" Support up to 50ch at CIF with 30fps each channel in live real-time monitoring

Live Monitoring

Support various monitoring screen and high quality image display without delay for each channel.
v’ Supports various screen split for monitoring “1/4/9/16/25/36/49/64"

Full Screen Mode

Can add the image to the desired position by drag-and-drop operation with mouse

Function for management of group viewset

Layered map function

Auto Sequence

Event Pop-up

Real-time audio output

Support Mic
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Playback

Support convenient function for search and playback.
v Support 16 split screen playback simultaneously
Full Screen Mode
Search by Calendar/time line/text/smart/thumbnail
Playback by time, date, channel
Playback by event image separately
Support various speed playback (Max. 64x)
Support watermark check
Support image adjustment by channel
Digital Zoom In/Out
Playback/Search/Backup by direct connect DVR's HDD to PC
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Recording and Back-up

Support the function to store the image recording or real-time video monitoring, schedule and real-time backup
unit’s recorded data.

v Support Quick Recording and Image save for monitoring’s image

v Real-time backup of unit’s recorded image

v Auto backup via schedule backup

v Event log record/search/backup

Others

Support all WEBGATE models which are IP Camera, SD DVR, HD DVR, NVR, WinDVrS, WinRDS
Max. 1024 units can be connected

Support user rights, user operating limitation and user log-in

Support saving of unit’s setting information

Import/Export setting information

Support Keyboard hotkey and joystick

Support Jog/Shuttle device for playback
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Installation

System Requirements

Recommended system requirements for running Control Center.

Items Min. Requirements Recommended
CPU Intel Core2Duo Intel i7 2.8GHz or higher
Main Memory 2GB 4GB or higher
Video Card 128MB Graphic Card Radeon HD6800 or higher

Display Resolution

1280 x 1024 (with 32bit color) or higher

1920 x 1080 (with 32bit color) or higher

HDD

100GB or higher

500GB or higher

0OS

Windows XP 32bit

Windows 7 32Bit

Others

DirectX 11 or higher

DirectX 11 or higher

Notice before installation

Control Center Pro is optimized for Microsoft Windows7 and 32bit operating system.
It is highly recommended to install Windows Update and virus detection program so that you can protect a
virus and serious security code.

The PC's resource will be decreased due to a large amount of event occurred by registered device in Control
Center. In order to improve the PC's performance, you need to change the unit's setting to prevent unwanted
event occurs.

In case using the video driver which is provided from Microsoft, the display in user’s screen could be seriously
flickering and its efficiency can decrease, so do not use DirectX, or establish the up-to-date driver which is
provided from the video card manufacturing company.

—— <Note>

1. The PC user who has no permission to set the path to the folder that cannot write.

2. May not work properly if two or more users through the transition from one system to run the program
from the account. It is recommended that only one account to use to install the program.

3. When you upgrade from version v3.x or below, the sub log storage method is changed. And when you
first log after the upgrade, the search time will take longer time.

4. In order to avoid a conflict with the program that is used in the PC, close all programs that are running
and encouraged to proceed with the installation.

5. Exit the program or web viewer provided by WEBGATE, and must to be proceed with the installation.




Installation Program

Installation

Execute the install program to installing Control Center in PC.

1) Run “Control Center Pro 3.x.x.x Setup.exe” file from

2)

3)

the Control Center Setup CD or PC, and select the
language that you wish to install and click [OK]
button.

Click [I Agree] button to continue to do
installation.

Select the additional program that you wish to
install with default program and click [Next>]
button.

p
Installer Language

Please select a language.

&

|Engiish -

i
{3 Control Center ==
License Agreement
Please review the license terms befaore instaling Control Center
321

Press Page Down to see the rest of the agreement.

»

Control Center - End User License Agreement
Copyright (C) Webgate Division, Daemyung Enterprise Co., Ltd.
all Rights Reserved

[

Notice for User

This End User License Agreement (EULA) applies to the registered version of Contral
Center. You should carefully read the following terms and conditions before using this
software. This EULA is a legal agreement between you (an individual or a single entity)

and Webgate Division, Daemyung Enterprise Co., Ltd. for Control Center software,

which may indude associated CD-ROM, printed materials, documentation, media, and
[nternet related ondine documentation. By instaling, copying, or using this product, you =

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install Control Center 3.2.1.

Mullsaft Install System 2,45

{3 Control Center ==
Choose Components
Choose which features of Control Center 3.2.1 you want to
install.

Check the components you want to install and unchedk the components you don't want to
install, Click Mext to continue.

Description

Select components to install:

Controller

-

Tools

Schedule Back
Mini Player
File Converter

Position your mause
over @ component to
see its description.

OneTime Pass £
DataBase
Space required: 135.8MB Directx Setup &
4 m | b
Mullsoft Install System w245
[ < Back “ Next > ] [ Cancel




1)

2)

3)

Select folder and click [Install] button.

Click [Next>] button once installation
completed.

Select additional options and click [Close] button
to complete the installation.

Upgrading
In case the Control Center already installed on your PC, upgrade directly without going through the process of
deleting the program file to run the program, the upgrade is possible.

The installation process is same as “new install” and it will keep exist setting during the program upgrading.

)

’
{3 Control Center

[ Choose Install Location

: Choose the folder in which to install Contral Center 3.2.1.

Setup will install Contral Center 3.2.1in the following folder. To install in a different folder,
dick Browse and select another folder. Click Install to start the installation.

Destination Folder

Browse...

Space required: 185.8MB
Space available: 34.6GB

< Back ][ Install J [ Cancel

(3 Control Center =]

[ Choose Install Location

- Choose the folder in which to install Control Center 3.2, 1,

Completed

Extract: sqliteodbeu.dll... 100% -
Extract: sqliteu.exe... 100%

Extract: uninst.exe... 100%

Extract: uninstg.exe... 100%

Execute: rundll32 sqlite odbe. di, shell "C:'WProgramData WDigital Image WorldCon. ..
Delete file: CrProgram FilesWDigital Image World¥WControl Center#SQLite WCCES. ..
Delete file: Cr¥Program FilesWDigital Image World¥Control Center'WSQLiteWCCPr...
Delete file: CrProgram FilesWDigital Image WorldWControl Center'WSQLiteWCCSE. .
Delete file: Cr'Program FilesWDigital Image WorldWControl CenterfSqQLitesTWC... I
Completed ™

- -
{3 Control Center l = "'“"J

Choose Install Location
Choose the folder in which to install Control Center 3.2.1.

—
'

Completing the Control Center installation

Make shortout on desktop.

[ Run Contral Center Monitor when Windows start up,
[ Run Schedule backup when Windows start up.

[ Run Schedule backup after installation.

< Back

Cancel

How to solve the problems that has occurred during installation

Other programs are being used in PC, the installation will be stopped and an error occurs in the process of
installing the Control Center. Process and conflict management in the Windows system can be generated, at
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this time follows the progress of the installation process terminates and normally you can proceed with the
installation.

1) Do not click [Abort] or [Ignore] when you get the p "
error as shown in the picture and open the (3 Control Center i)
"Windows Task manager”.

; 1 Error opening file for writing:

C:\Program Files\Digital Image World\Centrol
Center', libWespNet2.dll

Click Abort to stop the installation,
Retry to try again, or
Ignore to skip this file.

| abot || Rey || Ignore |

2) Select “display all users process” option from .

~
. 1% Windows Task Manager l =|8 é]
bottom of the Windows Task Manager. —_—
File Options View Help
" N " " n
3) Select "ControllerService.exe” and "Controller.exe sppicatons| Frovesses |servies [ Prformance [ emoring [z |
and click [End Process] to close process. .
. . . . Image Name User Name CPU  Memory (... Description ol
4) CIICk [Retry] to Contlnue to do InSta”atlon audiodg.exe LOCAL SERVICE 00 9,596 K Windows Audio ..
Contral Center Setup v3.2.1... QA_PC_007 alu] 1,540K  Control Center .., L
Contral Center Setup v3.2,1.., QA_PC_007 a0 2,176 K Control Center .., T
ContralCenter2.exe QA_PC_007 i} 23,508 K ControlCenter2
CSISS.EXE SYSTEM 2] 1,020K  Client Server R...
CSrss.exe SYSTEM e} 8,264K Client Server R...
dwm.exe QA_PC_007 00 16,040 K Desktop Windo...
explorer. exe QA_PC_00T i} 17,856 K Windows Explorer
|e3ss.exe SYSTEM [als} 2,616 K Local Security A..
lsm, exe SYSTEM oo 836K Local Session M. ..
MpCmdRun.exe NETWORK SE... 00 1,700 K Microsoft Malwa..
mspaint.exe QA_PC_0D07 2] 35,440K Paint
notepad exe QAa_PC_007 ali} 872K  MNotepad
SearchFilterHost.exe SYSTEM 00 1,456 K Microsoft Windo.. -
q i | »
Show processes from all users
Processes: 39 CPU Usage: 0% Physical Memary: 34%
\

To verify the results of the installation

To check whether Control Center installed in properly after completed the installation.

1) Go to Start — All program.

2) If the Control Center installed in proper way, you will notice  Digital Image World |
the “Digital Image World" folder with “Control Center” and .ntrol Center . g
other related programs. Control Center Configuration TcE

3) The programs under the Tools folder which you selected B Control Center Monitor m
during the installation. Control Center Playback
€ Uninstall
, Tools

%% DVR HDD Manager

"8 File Converter

% Mini Player

=@ OneTime Password

£ schedule Backup

10



Getting Started

Running Program/Log-in

You need to log-in before using Control Center.

1) Double the “"Control Center Monitor” icon from PC. .

2) Type in the User ID and PW. Control Center Monitor Lagin [
- Default User ID : Administrator
- Default PW : admin

3) Click [OK] button.

4) You can save user ID/PW by selecting the Save User ID/Save Save User Name
Password option, and you won't need to type in again when Save Password
you log-in next time. [ ok | [ Ccaonce

Uszer Mame Administrator

Password |

@ if you set the option to “do not ask information when you log-in” then the program won't ask any
information and log-in directly.

— <Warning>

1. There is a risk of exposure to the default password, after you install the product change to a new
password. Responsible for the security of other problems caused by the use of default password to the
user.

2. If several people use the same PC or installed where other users access other administrators, please
careful about what you are used to check the password stored.

Unit Registration

To register/edit/delete the unit only can do it from Control Center Monitor program, and the registered unit
will be displayed from “My Unit" and this registered unit can be used both in Playback and Configuration Tools
program. It is easy to manage several units in one folder which if you can create folder to add them.

Add Unit

Click the [Add] icon or [Action] item from the tool bar or menu at the top of the Monitor Program, or
place the mouse on the “my unit” and clicking the right button of mouse and select [Add Unit] from menu. In
case the unit is in the local network area then just drag the unit to “my unit” to add the unit.

1



Add Fixed IP Uint
1) Select the fixed IP when the unit registration window [ ===

executed. A (P [ e |
2) Type in IP address and click [Find] button. If the unit o TIEIA Pl i | itiee B

is in the LAN then click the [Auto Detect] button. T W TR
3) Check the information that you wish to add the unit. find

192168.217199  00:30ral:10:20:32  ADDOBO0000O0
182168.217.242  00:30al02face HCOT11201111

X R Ui formation 192168.217.223  00.30:a10371:9= T50112100820
4) Type in user ID and PW and C||Ck [OK] button. biods Hrsoou 192168217.224  0030alcl2l b SISEISI11152
g‘:ﬂ":mmhy ?;;q — 192168.217.214  00:30al.0T:e6:84 HCOODSHOGTS
. . . " T 152168217200 0030al(1eBfc  LCODOSLOA5ES
5) The added unit will be shown in the "my unit” list. e
152160217155 OD30aTOBIT  TEOVI2605280 |
Number 4 192188217128 003041039455 T70112907482 |
T | 132188217.215  00:30:41:000000 NoGeris
User D adimin 192168217227 00:30al 039 6e 70112907432

182168.217.185  00:30:aT:01:07b& MDO111706285

Pessuerd 192168.217.182  00.30:a1.039472 T7011290749¢

7] RADILS Sharsdey 152188217121 OO 3l (35 TRO112507451

Save Passward q i 5

Add Dynamic IP Unit

1) Select the dynamic IP when the unit registration [usum ==
window executed. - Sl s Dy P s WLDEND

2) Type in dynamic IP server in "Registration Server” Fagisim e womanbadeinoom R oo 140 kSt

BIEIA (NGNATO2EZ. HOTTIOBOSIZE

and type in Group ID Geial Number TEOTT1706128 112170128173 0030A1:033%...  TE0111706128

3) Click [Find By Group ID ...] button. l Find

[Unit Information |

4) The unit will be shown in the list and select one of e

Serial Number - TEO111706128

them that you wish to add unit. parceen g
5) Check the information that you wish to add the unit. Hrter :
6) Type in user ID and PW and click [OK] button. per? =

Password

7) The added unit will be shown in the “my unit” list. T

Save Passnord

<Remarks>
1. Currently the WEBGATE has it's own DDNS server, you can use www.webgateinc.com.

Edit Unit

You can edit port, number, user ID, PW, and RADIUS key of the unit that is registered in the “My Unit".
By click the [Edit] P4 icon or [Action] item from the tool bar or menu at the top of the Monitor Program, or
place the mouse on the “my unit” and clicking the right button of mouse and select [Edit unit] from menu.

1) Edit the information that you wish to change and (aim: =
click [OK] button. o P s i Akt Fratyaoph
2) The edited information will be saved to the unit. T et et St
TEOT11706128
Find

[ Unit Information ]
Mo HDEO0H
Name HDEOOH DEMO_64TE Feco
Serial Number  T60111706128
Description DR

8

Part
Nurber 3
User D admin

Password e

[71RADIUS SharedKey

Save Password

12



http://www.webgateinc.com/

Delete Unit

You can delete the unit that is in the "My unit” list. And you can re-add deleted unit again without any
limitation. Click the [Delete] X icon or [Action] item from the tool bar or menu at the top of the Monitor
Program, or place the mouse on the “my unit” and clicking the right button of mouse and select [Delete Unit]
from menu. and click [Yes] to confirm delete or click [No] to cancel.

RADIUS Key

In case you wish you use RADIUS Key then you need to have separate server that has installed RADIUS
software. And after that you need to log-in by entering the ID & PW, Shared Key that has registered on the
RADIUS server grants received from the administrator of the RADIUS Key and check the items you wish to log-
in using a RADIUS authentication server. But in that case the unit must support RADIUS function and it should
be turned to be ON.

<Remarks>

1. RADIUS (Remote Authentication Dial-In User Service) is client/server protocol software that the
RAS(Remote Access Server) connect through a dial-up modem to authenticate users and to grant access
to the requested system or service to them to be able to communicate with central server.

Update Unit Information

You can use & icon from tool bar or place the mouse on the unit item window and click right button of
mouse and select [Refresh] option to update unit information. You can use it for edit information or checking
the network status.

Add Folder

Place the mouse on the “my unit” and click right button of mouse and select [Add Folder] option.
1) Type in folder name and click OK button to add the folder. Add Folder P
(0]4
Cancel

2) The folder will be shown in the “My Unit".

Edit Folder

You can edit the folder name by select the folder and click right button of mouse and select [Edit Folder]

option.
1) Edit the name of folder and click OK button. T -
2) The folder name changed shown in the “My Unit".
WGI_DEMD L
Cancel

Delete Folder

User can delete folder registered in “my unit”. Please be noted that if folder is deleted, units registered in sub
folder will be deleted together. Deleted folder will be removed from list and it can be registered with no limit
later on at anytime. Choose folder with mouse then click on right button to select [Delete Folder] to run
confirmation window of folder delete. Click [Yes] to delete folder and to cancel delete, please click [No].

13




Live Viewer (Monitor)

Monitor program of Control Center can enable user to monitor real time image of connected unit and manage
site or user. Also it is possible to check real time event information and system log along with supporting
convenient and easy operation with external device such as keyboard joystick and other external device.

Screen structure and name of functions

Screen structure

B Control Center Monitor - [Site]

File View Tools Action Admin Window Help
-@@@\&.Q)(ﬁllm BﬁFrameR&t@Swames/sec vm‘ ?

solutlon Auto

.

=4 My Units
-3 WGIL_DEMO
-2 [0001] DVR0_192.168.217.214
- [0003] HD80OOH DEMO_64TB Reco..
-1 [0006] MD160CE
@-E= [0008] delpino
=-&¥ Local Area Units
=1 192.168.217.10
=1 192.168.217.112
=1 192.168.217.115
=1 192.168.217.121
=1 192.168.217.126
=1 192.168.217.151
£ 192.168.217.152
=1 192.168.217.155
=1 192.168.217.158
=1 192.168.217.183
@ 192.168.217.185
=1 192.168.217.186
=1 192.168.217.189
=1 192.168.217.198
1 192.168.217.199
=1 192.168.217.200
=1 192.168.217.227
=1 192.168.217.229

w

1192 168,217,233

-..&.....L--------------------------J&-

Site | View Set | Map

'-PJJJJJJJJJ'J'J'J'J'-PJ’J’-PJ‘J‘“-- S
Status & Action FRht

Unit MD/No Video Sensor Input Relay Output| Talk |Rec.. | Alarm Notification Time DVrS Serial...| Serial Number

[0002] DVR2 FFPPPPerPry YYYYYyyy By L E [ AsSchedule 20121221 17:55:21 T80212A08510
[0010] DVR0_192.168.21... ﬁ ) ;,% ﬁ D) J ) P = [ AsSchedule 20121221 17:55:56 NoSerial i
[0001]DVRO_19216821 S S S T S £ v % %% % %% % ® 8 # B [ AsSchedule 2012.12.21 17:57:05 HC0009b04578
[0003] HDS8OOHDEMO 6. LA P AR AR P® Y YY%Y %% %% B8y ,f = [ AwsysOff 20121221 17:56:12 760111706128
[0006] MD1600E eEPEEERY YYYYYYYY¥ 8E V4 [7 As Schedule 2012.12.21 17:36:03 EC0009210721
{0008] delpino PPRAPPEEP YYYYYLYYY B8y P & [ AsSchedule 20121221 08:55:41 515615111152
Alarm Log | Status & Action i 1 |

< r /)

Item Description

Menu/Toolbar

This is menu and function button used in program

Unit list window

This indicates unit/viewset/map registered in program. User can click on the list to show image

Image window

This indicates live monitoring image

N PW N P

Status & Action

window

This indicates status of unit, event information and alarm log

Indication information of image window

User can configure indication information to be indicated on live image through caption configuration. Click
on caption bar icon in monitor viewer mode of “including caption area” set as default to use “record”, "PTZ"
and "listen audio” function and click on “close” icon to end connection of live image.

14
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Number of user

Show number of users connected to the unit

Function button

Item Description
1 Unit name Show unit name of the channel
2 Channel number Show number of the channel
3 Channel name Show name of the channel
4 Time Show time of the unit
5 Event Show event information of the channel
6 Speed Show monitoring image frame of the channel
7 Time zone Show time zone setting value of the channel
8
9

Execute record /PTZ / listen audio / close window

Icon function explanation
Unit list window

Icon

Description

Folder to register and manage unit

Show unit which is not registered in “My units” but detected in local network.

gmxﬁ

Registered unit can be managed by sub folder made by user

e Connection fail of no HDD unit

o> Login fail of IP camera or encoder

- Login successful of IP camera or encoder
- Blinks for 5 sec when alarm comes in

= All video channels of unit is under monitoring
=l DVR with HDD

rﬁ WinDVrS, WinRDS unit

ehEn Video channel

Y Sensor

a Relay out

49 Audio out (talk)

Ll Viewset

E Map

B

Sub folder of map (channel, relay, sensor, audio out)

15



Function

Hide unit list window

Hide even viewer window

Change the view area to full screen of PC monitor

Run Control Center Playback

Run Control Center Configuration Tool

Search on saved event by date, unit, category

Run option configuration window

Add unit, viewset, map

Edit Unit/Viewset/Map.

Delete Unit/Viewset/Map

Save current status of monitor as a viewset

Refresh information of unit tree (connection status, unit list detected in local area)

Auto sequence on registered unit, viewset for monitoring

On/Off alarm popup

Change monitoring frame speed

Close all connection monitoring or map window

Decide map to be located at the top level among various map in map mode

Close all connection monitoring or map window

Arrange various maps in step style

Arrange various maps in tile style

Divide monitor screen into 1, 4, 9, 13, 16, 25, 36, 49, 64 division

Change the resolution of monitor (in case of multi monitor, there will be separated menu)

Select if current monitor is used in sequence mode

Select if current monitor is used as alarm popup monitor

Show information about Control Center Monitor version and Copyright

Description of unit list window popup

Click right button of mouse on each unit list window of site / viewset / map mode to popup menu. It is
possible to register, edit, delete unit and folder management, open unit list functions can be used.

@—LEAdd Folder Add View Set ®_LE Play All Channel
Edit Folder SLie s Stop All Channel
Delete Folder Dol i
@— Add Unit @ Bxpand All @ Add Map
Edit Unit Collapse Al bl
Delete Unit Delete Map
Playpack =mme——t—(1) @———sxpana a
@——Ccn:iguraticn -E Collapse Al
Refresh —@
@— Expand all
-ECDIIap&e All




Item

Description

Add Unit/View set/Map
1 Edit Unit/View set/Map
Delete Unit/View set/Map

Registration status of each device used in site / viewset / map mode can be managed

5 Expand All Open tree of all devices registered in unit list window
Collapse All Close tree of all devices registered in unit list window
Add Folder

3 Edit Folder

Delete Folder

Create folder to manage unit in group in site mode for management

4 Playback Run Control Center Playback program
5 Configuration Run Control Center Configuration Tools program
6 Refresh Refresh on unit list window

Play All channel

Images of all channels registered in map are shown through live viewer

Stop All channel

Close all images registered in map and shown in live viewer

Move control panel location
Control Center supports dynamic UI for each control which can fee to move and dock using mouse. So user
can composite the most optimized screen by changing internal structure of live viewer.

p
B Control Center Monitor - [Site]

[E=TIER™)

File View Tools Action Admin

= B EE

Window Help

EG; @@ @ @ E] Q )( ﬁl@ @;gFrameRate 5 frames/sec

Resolution Auto

- (@l

#Site
=-4 My Units - o
i @) WGLDEMO

| @-E3 [0001] DVRO_192.168.217.214
i - [0003] HDSOOH DEMO_64TB Reco..
i @-&a [0006] MD1600E

- [0008] delpino

=& Local Area Units

=1 192.168.217.10
~f=1 192.168.217.112

=1 192.168.217.115

=1 192.168.217.121
=1 192.168.217.126

=1 192.168.217.151

£1 192.168.217.152

=1 192.168.217.155

=1 192.168.217.158

=1 192.168.217.183

a» 192.168.217.185

=1 192.168.217.186

=1 192.168.217.189

=1 192.168.217.198

=1 192.168.217.199 =
=1 192.168.217.200

=1 192.168.217.227

=1 192.168.217.229

.

<

- 192.168.217.233 ~
" |

251 13
03] HD300H DEMO_64TB Reco... 5 C1080!

Insle View SEEIMAD. - e eecsscanem?
joi Status & Action 2 x|Y
Unit MD/No Video Sensor Input Relay Output| Talk |Rec.. | Alarm Notification Time DVrS Serial...| Serial Number

[0002] DVR2 PEPPPPPY YYYYYYYY BBy L E [ AsSchedle 2012.12.21 17:55:21 780212408510
[0010] DVRO_192.16821... /& & #& & »YY%Y 8 8 P# = [7 AsSchedule 2012.12.21 17:55:56 NoSerial
[0001)DVRO19216821. S X P P E PP v Y %Y %% % % v 8§ 8 P ®& [ AsSchedule 20121221 17:57:05 HC0009b04578
[0003] HDSOOHDEMO 6. L A P A R AR AL Y YY%Y%Y%%% 88y L m [ AwaysOff 2012.12.21 17:56:12 760111706128

P (10006] MD1600E PEREPEEEY YYYYyyyyy 88 2 7 As Schedule 20121221 17:36:03 EC0009210721
[0008] delpino FPFPAFPEPPE YYYYYYYY BBy L E [ AsSchedle 2012.12.21 08:55:41 515615111152

\_A!arm'ch | status & Action | B "

comes up and drop title bar on

1) If user drag control title bar of @, ), there
the icon to move and locate control.
2) The moving position in live viewer program

viewer program to be positioned individually.

will be docking guide icon

will be up/down/left/right and it can be separated out of

17



Site mode

Site connection

Click to unit in the "my unit” that registered in the list, it can see live view of the unit via window video,
basically, you can see all the channels of the unit is shown in split mode and you can get any individual
channel which you want, In addition, it's possible to see the video by dragging the unit icon or camera icon
Such a operation, it may be same with viewset and map mode

5 ¥  DEMO
(-5 [0001] DVR0_192.168.217.214
(- =2)/0003] HD80OH DEMO_64TB Reco...
@ 1CL080DR _ceeeea,
@f = 2 C19800R
.am, ® £1080D-IR-AF
! C€10808 15-50mm
i@ 5 C1080PT-Z20
.. 6 C1080BM 2.8-8mm
..@m 7 C1080BL-IR48
. L.em 8 HDMI2SDI Converter
@£ [0006] MD1600E
-1 [0008] delpino
- Local Area Units

1) Like above, click or dragging @ unit to the @ area, video are shown in the video window.

Video connection end

LY
There are 2 ways to end video connection, click to @ icon to end all of monitoring video connection, click to
l jcon to end the corresponding video connection..

Video split mode change

Split mode is 1~64 split and switch the channel by clicking the split mode icon or double clicking the video
window.

Ld
o BE
o B

0003] HD800H DEMO_64TB Reco... 2 C1080

. ' : 1 M
i g ¢ - a—-" i e

. &£ [0001] DVRO_192T68.217. : _ ,\ ‘ \‘

| @-E31 [0003] HD80OH DEMO_64TB Reco... % a

| @& [0006] MD1600E E

i @i [0008] delpino ’
@& Local Area Units

12:21518:01:09 ! 3
|| [0003] HDBOOH DEMO_64TB Reco... S C1080{ @ 84 &!

1) Like above, click to @ split mode icon or double click to 2 video window to switch single or multi
channels.
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Full screen mode

it supports full split screen that hides Control Center’s control, click
[Full Screen] to execute full screen mode and finish full screen
mode by [ESC] key.

Move image position
To move image position, it drags the image and drop it where you want on mouse and it can move it freely
at different monitor image. .

1) Like above, drag @ to @ position, @ and @ picture position is shown interchangeably.

Video window pop-up menu
the mouse on the image and click right to see pop-up menu and it can use main function quickly on the
video, this function applies to the channel only.

'g Save As

==

Savein: [ Documents

Name

<X A=dw g
Date modified T

No items match your search.

<

[ r

File name mage]

Save astype: [mage Fies ("ipg) 7] [comca ]

Caption

Stream
e REC Start

Save As

v | Auto
1 H264,1080p,10fps,Q7
2.MIPEG,HALF, 1fps,Q5
3.H264,HALF,15ps,Q5

AYRIRIAIAIAIRIAS

Show All
Hide All

Unit Name
Channel #
Channel Name
Time

Event

Speed
Timezone

User Count

Listen

Buffering

Camera Setup

—— PTL

e Inistant Playback
Digital Zoom

0 Piayback - [0003] HDEOOK DEMO, S4TE Reco_ Juciniel bt
Ble Tools Image Sewch Help

L QBa am

Aldjm) bl p| e ald]

(2120313124013~ 0121221 180845] )

=]

[IMute
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Item Description

1 Caption It can set caption list.
When you reconnect the video, depending on the setting of the option, the caption will be displayed.

5 Stream It can change vide stream.
When you reconnect the video, depending on the size of window, the stream will be displayed.

3 REC start It can record live video by RE4 format, max 10 minutes record available

4 Save As It can save live video on JPEG, BMP format.

5 Listen It can on/off audio out and adjust volume.

6 Buffering When it is not showing natural video on low bandwidth environment, it can make natural video using
on buffering function.

7 Camera setup It can control camera menu that connects on DVR.

8 PTZ It can control PTZ camera on mouse.

9 Instant Playback It can playback the video of 10 minutes ago.

10 Digital Zoom It can zoom in the image by mouse drag in the single-mode and see the entire video footage shows. it

can also click on the minimap to move the zoom area.

<caution>

1. Transmission frame rate can be reduced at low system requirements. Uncheck caption Options or the
image of the pop-up menu, in this case, uncheck caption of the popup menu , you can see better
transmission frame rate.

Status & Action

It can check the status and action of units that are registered on the "my unit". In addition, it can schedule
using the microphone and alarm notification.

I SR AR S & &7 . S . &

MD/No Video Sensor Input Relay Output | Talk | Recording Alarm Notification DVIS Serial Number Serial Number
[0002] DVR2 EEFEFEEEETFE Y Y vyyyuyy #8888 yd [=] 7 As Schedule 2012.12.21 18:12:54 180212408510
[0010] DVR0_192.168.217.215 ARAAA D) LIE ] 2 = [ Always Off 20121221 18:13:46 NoSerial
[0001] DVR0_192.168.217.214 PEEPREREEEE Y Y vyyv 88 P = [ Always On 20121221 18:15:20 HCO009b04578
[0003] HDS0OH DEMO_64TB Reco.. 5% % £ % & & P o> ] 85888 y =] [~ Always Off 20121221 18:13:50 T60111706128
[0006] MD1600E PEFPFPFPESTETEY ¥ vryy 88 2 7 As Schedule 2012.12.21 17:36:03 EC0008210721
[0008] delpino EhAAAEEE Y Y Y Y Y Yy Yy ssss ~ [=] [7 As Schedule 2012.12.21 09:13:22 515615111152
Alarm Log | Status & Action

Item Icon status Description
1 Unit It displays unit name in the unit list window.
E, EE, E, z%, It displays video channels that supports at unit

) It displays all the units that are supported by the video channel and
2 MD/No Video
channel to display the connection status, and motion detection. (camera

connect, video loss, camera inactivated, motion detected)

Y, Y It displays units that are supported by the sensor and sensor operating
3 Sensor Input
status. (sensor OFF / sensor ON)
Relay Output 5 , 5 , 3 It displays units that are supported by the relay and relay operating
4 status, it can control the relay clicking the icon.
(relay inactivated, relay off, relay on)
. Talk 4@, P It can send audio on audio output by pressing microphone icon.

(Microphone OFF , microphone ON)

6 Recording = E B It displays unit HDD status.
(Not Recording / No Error, Recording / No Error, Not Recording / Error,
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Recording / Error)

7 Alarm notification [ As Schedule It can set alarm notification action status and depending on setting, it
[ Always Off works audio alarm and monitor display

¥ Always On

8 Time It displays current date and time.

9 DVrS Serial Number It displays series number of DVrS / WinRDS
10 Serial Number It displays serial number of unit..
11 Auto Hide / Close 3 X It can set or close auto hide mode of window.

Video view
Double click to the list, it monitor all channels of the unit. The number of channels that are supported by the
unit is set to show split-screen, in case of map mode, monitor window was shown on pop-up.

Alarm notification setup

In the right-most “alarm notification” for each unit by alarm notification methods can be set. Three ways,
"schedule applies," "Always On" "Always Off", for the unit, alarm notification policies.

Set the alarm notification and schedule setup at menu option> Alarm Notifications tab,.

Alarm log

“my unit” are registered on the list can check alarm log of the unit.. it displays real time log and can set to see
only the information that users may want.

R

Time Site Serial Event Message b
20121221 18:1:16 [0002) DVRZ TB0212A08510 7 140n CH14 - Hotion Detected
20121221 09:1:48 [0008] delpino 515615111152 E 40n CHé - Wotion Detected
20121221 08:1:48 [0008] delpino 51551511152 5 50n CHS - Wotion Detected
20121221 09:1:48 [0008] delpine 51561511152 E] 20n CH2 - Wotion Detected
20121221 181:27 [0002] DVRZ TB0212A08510 5 140n GH14 - Hotion Detected
20121221 18:1:37 [0002) DVRZ TB0212A08510 E 140n CH14 - Hotion Detected
20121221 081201 [0008] delpino 51581511152 5 40n CH& - Wotion Detected | |
20121221 09:12:01 [0008] delpine 51561511152 & 500 CHS - Wotion Detected [
2012.12.2108:12:01 [0005] delpino. 515615111152 R 200 GH2 - Wotion Detected -
Alarm Log | Status & Action

Item Icon Status Description

1 Time It displays alarm occurred date and time

2 Site It displays alarm occurred unit name.

3 Serial It displays serial number of alarm occurred unit.

Event ﬁ, "éf‘, "f/J, ', It displays icon and number on alarm occurred information.

4 !, E, x , (motion detected, sensor off, sensor on, alarm on, video connect, video
= 'ﬁ, £ disconnect, text input, login fail, setup changed)

5 Message It displays message on alarm occurred information

6 Unit Alarm log can be sorted by unit,

Select only one unit can be selected, and all are registered in all units of the
alarm log can be shown.

7 Category Alarm log can be viewed by selecting the event, error, status, text. Select
only one unit can be selected, and all are registered in all units of the

alarm log can be shown.

8 Auto Hide / Close I x It can setup or close auto hide mode of window

9 List fix It can fix updated alarm log list and keeps the fixed list even the new

alarm information comes.
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Video view

Double click the list, it'll be monitoring the channel of unit that occurred event.. in case of motion detection,
is monitoring the channel that detected motion only.. in case of sensor or relay, is playback whole channel of
the unit, will change split channels belongings. the selected channel is already being monitored, this unit will
change monitor focus. In case of map mode, will pop up the monitor window

Message view in detail
In case of long message, only printed a part of the message, if want to get whole message, you can get from
“message view"

Message [ ==

Unit (0002] DVR2

Message
CH14 - Motion Detected

CH - Motion Detected Show Message
CHS - Motion De d
CH2 - Motion D

Date/Time 2021221187118

CH14 - Motion Detected

:

1) Inthe @ list, click right mouse for @) [Show Message], it will be shown (3 message window.

Viewset mode

Click viewset tap to switch viewset mode. viewset
mode can manage cameras on group and display |seseaeson
event status to confirm admin. —

EXTTrreYy
AR AR

EXTTETYYYy
2hshehie

rreerrre
AhtAhtAte

g ELEEF

Viewset registration

Click [Add] icon at viewset or click right mouse of [Add View Set] to register
mode to register it

it. click El icon at site

—

Register at viewset mode
In the toolbar at the top of the viewset mode or [add] icon or [Action] menu item in the menu click [Add]
icon or [Add View Set] the right button of a mouse viewset list window
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® ® 6 ®

Add View Set

=5)

41 [0002] DVR2
21 [0010] DVRO
=1 [0001] DVRO oo
=1 [0003] HD80OH DEI@BATE Recg

@ CHE
+EI [0006] MD1600E
411 [0008] delpino

8] | Cancel |

®

1) In the viewset add, click video window and choose (O camera or drag O icon drop @), the camera is
registered. Click & icon to change split mode.

2) Register camera, input viewset name to (@), click (5 [Check] to designated @) for double check.

3)

Click @ [OK] to save at viewset list window, if cancel to register, click [cancel].

Register at site mode
In the site ode, click i8] icon of above tool bar.

1) In the "viewset quick save” window, input viewset name to
@, click ® to double check designated (2.

2) Click @ [OK] to save at viewset window if cancel to
register, click [cancel]. Number 4 |&|J—

Mame

Quick Save View Set 2

Ok | | Cancel | ‘

®
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Viewset edit

Choose viewset list, click @[edit] or mouse right to —— 1
i 1 i1 A I 2 8 e sl
edit [viewset edit] in the menu : e e e

. e L TR o 6T

@ » i "‘“ « 4 ijlal! .

In the “viewset edit’, it can change viewset name, split . NP/ 'A‘ ;
b bx

mode, video allocation. The edit is same way with
viewset registration on same operation.

-

Viewset delete

Choose viewset list, click x[delete] icon or mouse right click to select
[viewset delete] to delete.

Control Center Enterprise

. . . . . . . l@' Do youwant to delete the View Set?
In the viewset delete confirm window, click [Yes] delete viewset in the list , =

click [No] to cancel the delete.

Map mode

You can change into the MAP MODE by click the "MAP" tap on the bottom of the unit list window. In the MAP
MODE, you can register and control the camera, audio out, relay out, sensor, and microphone on the map, and
it offers the convenience by registering the smaller map and extending it to the layer type. The registered
installations display the operational status, or event occurrence, it makes administrator to check it in real time.

[ Control Center Monitor - (Map01] [ | & o]
M Fle View Tools Action Admin Window Help -8x
BRI O R G @8 @ X FIR ¥ b Frame fate s fames/sec - i 4
BEDEE

e l:| «
110008] delpino] CH1 0008] delpino] CH3

110008] delpino] Talkl|

-
008} delpino}-CH; o e
[0008) delpino] Sensor?)

[[0008] delpino] CH2 000 o

110008] delpino] Sensafd s
110008] delpino] Relay Outputl B %'n RN

o [ ]

E s '
{(0008] delpino] Senwvlﬂlﬂ.ﬂ.ﬂ delping) Relay Output3

&M [0005]Map01

110008] delpino) Sensogt

{(0008] delpina] Relay. Output?.

Status & Action 2 x
Unit MD/No Video Sensor Input Relay Output | Talk Recordl. Alarm Notification Time DVrS Serial Number Serial Number

[0002] PORA EX T YT T X ¥ N i 7 As Schedule 27 111627 T80212A08510
[0010) DVRO_192168217. & & & R [=] ™ Always Off 2 7 1117:12 NoSerial

(0001) DVRO192168217. S o B & & & & - P Always On 2 7 1110.08 HC0009b04578
[0003) HDB00H DEMO 64T & & & 7 st & & = ™ Always Off 20121227 111718 60111706128
[0006) MD1600E rrerereeee s o 7 As Schedule 2 6 16:49:03 EC0009210721
[0008) delpino AALAAAASL - 7 As Schedule 2 515615111152

Alarm Log | Status & Action

Map editor
Select the toolbar of Tools > [MapEditor] in the MAP MODE, and it is possible to add, edit or delete the map
through “"Map Editor”.
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@ ®

-
[ control Center MagEditor EI&E
"é Fle View Tools Window Help ‘.

E% My Units
{3 WGLDEMO

=1 [0006] MD1600E
=1 [0008] delpine

g

cccccccccccaw L4
CAP NUM SCRL
Item Description
1 Menu/tool bar It displays menu and function button at program and can use them to click
2 Unit list window It displays all installation registered in my unit and you can drag and add the icon to the map.
3 Map window It displays the selected or new map from the Map list window.
4 Map Tree window It displays the registered map list
5 Properties window It displays the registration information of registered map, you can edit it.
USER ICON REGISTRATION
You can register and use the installation icon that is registered on the map as you want.
Select the [Register User Icon] on the menu toolbar, and “Register User Icon” window pop-ups.
® ® ®06 39 ®
'RegisterUserIwn POCCEEE EEETOOOOOOHT. BT OV T TV,
.’ [ Map image file loading.. )
JNnESsssefescopessccopesoqecs, Ry [} H
4 Homalcon . [(Change.. | [ Restoe | [Y]an v Nomallcon . e H Lookin: [ Documents - 9 E- !
. . ST TETTTTTTTTTTTTTTTTTTTTTETTTEE . P
E E\sable\cun = E Eisab\el:un. . E (:.’j 5 % lxa‘ 11% % % h E
tatus: tatus: Recent Places
bo e (] oo B G (e |- =
bo [l Come] (e 3 o B (B (e Hoom i 2 & o & o I
:‘ il\iiEm . ': ‘ E 107 108 109 110 111 E E
o fa venden [l e oo s W . vl
Dicaie e vistoteor |l ol e N e ws_ st
Status Status: [ H
le name: - .
o | @ o B oo :
- | @ o W 4 : 3
[ = 0
. L
[ty ] [ e ] A

1) In User icon registration, @ click the [Change] button, @ It pop-ups “Map image file loading” window,
(3 select the type of file

2) Among the file of designated type @ Select the file, 5 click the [Open] button, & icon is set up to
new one. (7) When you click the [Apply] button below, it is applied to these items.

3) When you click the [Restore] button, it returns to the default icon, (9 when you select [All], all
icons in a group are set up to new ones.
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MAP ADDITION

In the Map mode, when you click [Add] icon or select the [Add Map] on menu by clicking with the right
mouse button, the map editor runs. You can add the new map through map editor.

MapEditor = & =

B File View Tools Window Help 2 _ax

Unit Tree \I | Map Tree i
=4 My Units 13 Map

[-E=1 [0001] delpino

£1-51 [0002] DVRO
CHL
CH2
cH3
CHE
CHS
CHE
CH?
CHB
CHY
CHID
CHIL
CH12
CH13
CH14
CHI5
CHI6
Sensorl

.
[ Map image file loading... @ ﬂ
Look in: @ Documents _l - @ ? ? '

P L L L L L L T T T = Y

[

>

L

ey
Recent Places

0ol &

: | Properties 1

Libraries

LL,'II'

—

coccccsccccccccccan®

Computer

)

()

[}

)

)

)

]

)

Network :
File name - Open W '@ "
[}

)

)

)

()

]

’

o

i

S
1

Sensord

Sensor3

Sensord Fies of type JPEG Fies (jpg) -] [ cancel |

Sensors
Sensorf
Sensor?
Sensord

Clee e e EDUENUEDDENEEDDE

Ready CAP NUM SCRL

1) In the map editor, when you click the icon @, it displays “Map image file loading” window, you select the
route that has a map, @ select the map file, @ click [Open] button and make it display the map you
want to use on the map window.

r N
B MapEditor - [Map01] e
File WView Tools Window Help 3 -8 X
D = 4
Unit Tree [ ceeea G) ~ ™ Menree Lo ____ &
=4, My Units ee=""" "~._* ] o = kor d
{3 WGLDEMO e - Europ M
£ [0001] DVRO .7 [7008] delpino] CH1 [10008) delpinc] CH3 ' - africa .
H o ’ asia
0003] HDEAQH DEMO £ 9
= {m&} e e "B !
o [0008] debard »° £ : @ [[0008] delping]CHL H
B e [10008] delpino] Talk1 ' ¥ [[0008] delpino]CH2 L
= CHL ' @ [[0008] delpino]CH3 N
-8 CH2 ai) A : o [[0008] delpino]CHS Bl
= CH3 0008 delpino].Sensors. . s @ [10008] delpino]CHT "
@ CHA ‘e ' % [[0008] delpino]Sensorl o
@ CHS - [[0003] delpino] GHT i H %) [[0008] delpinolsensor2 :
@ CHE eeo=oag B 10008] delpin] Sensor2 : % [[0008] delpino]Sensord o
Jee e ] v % [[0008] delpino]Sensors o
= CHT . N v ' i L
4 S ] ' % [[0008] delpinojsensors | |8
ey ¢ 'y . ) R . - 8 [[0008] delpino]Relay OutpL [}
%) Sensorl . H : : [10008] delpinc]Relay Cutp. o
®, Sensord = M |_-'H| . INNR1 AdalninalRalzy Muite ™ )
~% Sensor3 (008) delpim Senzert 1 [} ﬂ_ O
% Sensor4 H L ES
ysensos | eeee - N 5;|
% Sensor6 e “'*.ai‘ m .
% Sensor7 @ Pid ) [0005] Selgino] CH2 2 A . @I
%, Sensord ,° [10008] delpinc] Sensord “a Lo Ll Map Name MapOL
. 8 Relay Outputl P [
~B Relay Output2 110008] delping) Relay Output! R —————— e
8 Relay Output3 .
. 8_Relay Outputa g I
" Talkl . .’
Steea PXd
Secccccadacaacade= -=- 5
@ [0003] delpino] Relay Output2
& ]
[[0008] delpino] Sensorg [10008] delpina] Relay Outputs
P ] L
Ready CAP NUM SCRL
\

1) Drag @ icon of “my unit” to the map, it registers on 2) map, and it is also shown at 3®Map Tree.
2) After setting up the map click @ [Save] icon on the map.
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B control Center Monitor - [Map01] =) B e

B fle wiew Tools Action Admin  Window Help -8 X
TEE e Fx |2 98 Frame Rate 5 frames/sec ~& | ?
i)
Map : N
[0001]Europ | i
[0002]zffics H [10008] depinu] CH1 ‘.
[0003]asia P [[0008] delpino] CH3
»-JEL_[0004lkor :}
& [0005]Ma [ #
| [[0008] delpino] Talkl
H i)
. [10008]-delpino]-Sensor —

H —ﬁimuus]delpinu]—cﬁ— fire
:: [[0008]_ delpino] Sensor?

: Ei T

e
[[0008] delpino] Sensofl

[ H
: ﬁ » %
¢ %) [[0008] delpino] CH2 [0008] defpino].CR I

ot

:: [[0008] delpino] Sensard 5 ﬁ-—

I: [[0008] delpino] Relay Outputl % —

H o - !

[ 1

.\

1 ]

H ‘ ‘ ' |

H [[D008] delpine]. Relay Output?__|
¢ B EI ]

[l [10008] delpino] Sensorgi[[0008] delpino] Relay Out

Site | View Set | Map »
D T T T

Status & Action nx
Unit MD/No Video Sensor Input Relay Qutput | Talk | Recordi Alarm Notification Time DVrs Serial Number Serial Number
[0002] PORA FxpxeerPEPpyr LLYLYLYLYYYY FEES P o [7 As Schedule 2012.12.27 11:09:26 T80212A08510
[0010] DVRO_192.168.217... 2% #& & & 9 ey ey ey B 5 A | [ Always Off 2012.12 27 11:110:17 NoSerial
[0001] DVRO 192168217, F R F S R P v 9 % % % % 4 9 9 ¢ § § A = ¥ Always On 2012.12.27 11:11:12 HC0009b04578
[0003] HDBOOH DEMO_64T... & % S & = F ot F Y YyYy Yy Yy gy ey 8888/~ = [T Always Off 201212.27 11:10:18 T60111706128
[0006] MD1600E FERTETSTEFEY 9999925959 B8 2 [ As Schedule 20121226 16:49:03 ECO009210721
[0008] delpino R PP PP E 9y 9y 99y 5888 @ [Z As Schedule 2012.12 27 02:09:51 515615111152

Alarm Log | Status & Action

1) In the “map editor” registered map has been shown at map list, click @ map's icon, it is shown at (2) map
window.
2) The devices registered at map are shown real time action and event status

Map editor
In the popup of map list window, choose [Map editor] or click & [Editor] icon, it executes “Map editor”, how
to edit is same operation with map addition.

Map delete
To delete map, it should execute map editor. In the map editor map list,
click right mouse to popup menu and click [delete].

Control Center MapEditor

\e\ Do you really want to delete the map named Map01 and it's sub-maps?

In the map delete confirmation window, click [Yes] to delete the map at the
list, click [No] to cancel the delete.

Map video view

to select the map that is registered in the camera or video camera which is registered on the map, select the
map you can see the video
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®®

@ ®

B control Center Manitor - (Map01] | - S|
T Ble view Tocks Action Admin Winfow Hel _ax
[BlE] D& B & 8 @ X 18 | T s fpme Rate 5 frames/sec &5 2
[

Map

Playback
JH (0001]Europ ‘(y_)
B (00021sfica .
i 100051052 liooos] o] CHI 0008] delpino] CH3
Play All Channel e (0008] delpino] Talk1
Stop All ct )
[10008}-delpino}-Sensors =
Add M:
msz 0008]-delpino]-CH7
- Mep 008] delpina] Sensor?)
Delete Map
Expand Al .
Collapse All [10008] delpino] Sensof
2 [0008] delpino_Relay Outputl
2 [0008] delpino_Relay Output2
& [0008] delpino_Relay Output3 . .
) [10008] delpino] CH2
[0008] delpino] CH5
/® 10008] delpino_Talk1 [0006] delpin] Sensefa Il
[10008] delpino] Relay Outputt
L
‘ ‘ [[0008]_delpino] Relay Output;
s
[[0008] delpino] delpino] Relay Output3
Site | View Set | Map I_
Status & Action ax
Unit MD/No Video Sensor Input Relay Output | Talk |Recordi Alarm Notification Time DVrS Serial Number Serial Number

[0002] PORA FEFEEEePy 9%%%2%%% 8NN S @A 7 As Schedule 20121227 11:14:07 T80212A08510

[0010] DVR0_192168217... % & & & 88 P = ™ Always Off 20121227 111415 Noserial

[0001] DVRO_102168217... P R B P L L P P v LI 1] PL] @ Always On 20121227 11:16:3¢ HC0009604578

[0003] HDBOOH DEMOGAT. S $ & & S £ £t 7 ) v  S/888 F = [ Awaysoff 20121227 111458 T60111706128

[0006] MD1600E PREPEERF Y YUYLLYLYLY T §E pa 7 As Schedule 20121226 16:40.03 EC0009210721

[0008] delpino EEFEFEFEF YYYVYYYY 8888 @ 7 As Schedule 20121277 02:14:30 515615111152
Alarm Log | Status & Action

Like above, choos
live viewer.

to connect video.

viewer.

In the map device list click 3 camera or click

e O map, click right mouse

Choose camera icon and click right mouse for popup menu, click [Playback] it executes

@ [Play All Channel] it is shown all camera video at (5
@ camera at map window, you can get video, click again

In the popup menu, click & [Stop All Channel], it disconnect all channel and now shown at @) live

Control

Center Playback program and connect the unit, you can see recorded data by search.

PTZ control

Pan, Tilt control

In the popup menu, choose “PTZ" menu or & button. Cross mark in the
display, it can control pan, tilt by mouse control. Click left/right direction at
the center, it can control pan, click up/down, it can control tilt.. As you click

away from the center p

Area Zoom In control

ortion of the Pan / Tilt will run faster.

In case of dotted box at the center, it's area zoom mode. drag zoom in area.

Interface is changed to support units that operate only zoom in area. in the
Area Zoom In mode, go to pan tilt and clock mouse when “shift” key enter.

choose "Normal PTZ Mode" at popup menu, it changes to control mode..

Zoom, Focus control

WebEye-IP:110 Channel #1

Move the mouse to the left, to the right edge of the control for Zoom, Focus window is shown..
Unit of Area Zoom In available is at Zoom Zero operation button.
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Preset move
In case of preset, add "Goto Preset" is displayed in the pop-up menu, select a preset list will move to the
selected preset position.

Auxiliary action
In case of preset, "Auxiliary" in the pop-up menu to add the registered menu is displayed, select the
appropriate action is performed.

Group mode
In case of group mode, Group mode operation of PTZ to Enable in the upper right-hand corner of the screen
("GM") is displayed.

Auido control

In case of Audio connected channel, “audio listening” is available or

the icon of video window is available. Default is Mute status and

mute off to control audio volume. You can get mixed multiple @
channel audio.

hute

1) Click right mouse at video popup and choose [Listen] and recheck D
Mute, audio is available and move (2 volume bar to adjust volume.

Auto switch

Live monitoring of video conversion cycle for each monitor by setting the time auto switching can be
operated.. Site / viewset / map mode and can be used both in the corresponding mode has been registered
by using the channel, viewset, map auto-switching action

To monitor the first automatic switching action, choose [Use as sequential switching monitor]. Terminate
the choice, the auto switch will not operated even it starts auto switch, click [Sequential Switcher]
automatically switch “duration time” by option. The default is 10 seconds

Alarm popup

it may see a pop-up video of each monitor channel alarm occurred.

Site / viewset / map mode and can be used both in the pop-up when an event occurs in the channel has

been registered by the appropriate mode operation. ~

1) To monitor the first automatic switching action, choose J [Use as alarm popup monitor]. Terminate the
choice. the alarm popup will not operated even it starts alarm popup

2) click 38 [Alarm Popup On/Off] icon, alarm popup will start, is shown the channel that event occurred.
When the event occurred at event list of alarm popup option, the alarm popup will be operated by
“"duration time”

3) during alarm popup operation, the alarm of other channel has occurred, it'll be shown added video with
legacy video, the duration time is fitted by the last alarm time.

Event search

Event logs can be searched using the event search utility.. Search by selecting a specific unit or classification
and search results can be printed or saved.

click [Event Search Utility] or choose [Event Search Utility] at tool tap.
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® ©)

s N
B Event Search Utility [E=RE
T el
« Fiom 21226 G 110832 = V| uni [a A
Veececcccccccccscsccccccccam’
Diuration 1 minute(s) - Category [AH ']
[ Find ][ Mare. ]

* Only 40 ea of data is displayed on the list. If pou want to see mare, please, click Mol

f PC Time Unit Time \ Site | Serial | Event Message |
20121226 11:06:33.00 20121226 11:0%:1265 [0002] DVR2 TB0212408510 & 70n CH7 - Motion Detected |E=
20121226 11:06:36.00 20121226 11:0%:15.76  [0002] DVR2 TB0212408510 5% 70n CH? - Motion Detected :
20121226 11:06:37.00 20121226 02:09:39.67  [0008] delpina 515615111152 5 40n CH4 - Motion Detected '
2M212.2611:06:37.00 20121226 02:03:39.74  [0008] delpino 516615111152 ﬁ 20n CH2 - Mation Detected :
20121226 11:06:37.00 20121226 02:09:39.74  [0008] delpina 515615111152 5% 50n CH5 - Motion Detected []
201212.2611:06:39.00 20121226 11:0%:18.11  [0002] DVR2 TE0212408510 5 160n CH1E - Mation Detected :

N 20121226 11:06:43.00 20121226 11:03:21.38  [0002] DVR2 TBO21 2408510 ﬁ 70n CHY - Mation Detected ;‘

Flayhack [ Frint ] [ Pritit Preview ] [ Save.. ] [ Advanced ] [ Exxit ]

\

1) In the “Event Search Utility”, select O start time, ) duration, 3 unit and @) event category.

2) All the information is set to search, click (5 [Find] to start the search. Search cancel while the search is in
progress, showing the search progress window appears

3) After search is completed, you can see the (7) search results. The search result is listed 40 each and click
® [More] to check another results.

It can print or playback event search through the results of a search. Through the Advanced menu, you can
delete the log and print settings..

[ESRIERTC)

-
B Event Search Utility

Time Unit / Category
Fram 0121226 B 110e3 = Unit [AII hd ]

Duration | 1 minute(s) - Category [AII ']
Find ] [ Mare... ]
*Only 40 ea of data iz dizplayed on the list. If you want to see more, pleaze, click More'.

BC Time Unit Time | Site | Serial | Event Message | -
20121226 11:06:33.00 20121226 11:09:12.65 [0002] DVR2 T80212408510 3 70n CH? - Mation Detected E'
20121226 11:06:36.00 20121226 11:09:15.78  [0002] DvR2 T80212408510 i3 70n CHY - Motion Detected
20M2122611:06:37.00 20121226 02:09:39.67 515615111152 7 40n CH4 - Motion Detected
201212.2611:06:37.00 | 2012 o 515615111152 |4 20n | ed
20121226 11:06:37.00 20121226 0209:39.74  [0008] delpina 515615111152 3 50n CH5 - Mation Detected
20121226 11:06:39.00 20121226 11:09:18.11  [0002] DvR2 TB0212408510 i3 16 0n CH1E - Motion Detected
2001212.2611:06:43.00 2012122611:0%:21.38  [0002] DVR2 Ta0212408510 57 F0n CHY - Motion Detected -

[ Flayback. ] [ Frint ] [ Print Preview ] [ Save .. ] [ Advanced ] [ Exit ]

Item Description
1 Playback Playback will be executed for the selected video.
2 Print Print out the results.
3 Print Preview Preview the results.
4 Save Save on CVS file of the results.
5 Advanced Log delete (all / section / MD delete only) and print set is available.
6 Exit Finish event search utility
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Config information export/import

It can export/import the configuration information of Control Center.

export

1

At the file tab of menu, choose [Export Configuration Info.].
Set D save file path, name, and choose (2) options.

2) Click ® [OK] to save it on zip file.

import

1) At the file tab of menu, choose [Import Configuration Info.].
The window is executed, choose the saved zip file and click
[Open] then confirmation window will appear to restart the
program. Click [OK] to complete the import.

User set

Export Configuration Info. @
Save File
s""cecccccccccccscscsaana,

: Site Information ‘.
(]

: [7] Wigwset "
(] (]
' Wap 1]
[} ()
[} (]
. User (]
[} (]
8 [/] Dpti '
X ptian .
‘----------------------—'

®

Registered users can use the program to change the administrator or management information can be used.
At Admin tab, select [Users and Passwords] from the menu, below window appears.

Users and Passwords @‘ Add User @ TLS Configration Iﬁ‘
. ~ ~
Users for this software: s User b : Autherity H SMTP Server |

ceccccccccccc s s s s s s s e csneny § UserlD : R Access Rights . z

of User Name #ccess Rights M HIE : i SMTP Port

.: 303 admirishator Administrator : Password : : Monitar : :‘ Email ID

o Busert User . _ all» o H

| Qusez User ! Confiim Password o M wrly H :4 Email PV

| . .

O bt | 'k
‘ [ o] Restricted Contral N s |
o o Email Address o] M 1)

i ] ol [7] &larm Log H
| 4 TLSEnbe] b} Eleventseachuiiy : @
[l ‘ L v
\ : Description : : : Playback :
. .
. - .
Add Remove Edit. = [ H Backup Autharity ¢
< o 7] Configurat :
. - onfiguiations
e SR :
N.--.--..--.---.--..-‘ Seccccccns -.--..---’
@ ® @
® ®
Item Description
) It displays user list registered at program, the default admin can't delete and
1 Users for this software

change the user account information

Add User added window is appeared, input user information to add account of the
2 user and it's up to 100 account available..
3 Remove Choose user list and click button to delete the user.
4 Edit Choose user list and click button to show edit window, edit user information and
save it to get updated one
5 User It sets user’s account information, the confirmation of user ID, PW, PW confirmed

should be required, if not, you can't register account.

6 Authority

Access rights

It can choose User and Administrator, if choose Administrator, it would be

registered admin account with all right

Monitor

It can execute Control Center monitor program.

Monitor only

It can't change layout badge, using admin’s site’ view set/ map list

Alarm Popup Only

It can use alarm popup function only.

Restricted Control

It can use a same unit information with administrator.

Alarm log

It displays alarm log information at alarm log window.

Event Search Utility

It can execute to use event search utility
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Playback

It can execute Control Center Playback program.

Backup Authority

It can backup recorded data.

Configurations

AL

Control Center Configuration Tools TZ 1S AM3MSt o~ QUL L|C}

AN

7 TLS Configuration

TLS security server and account security server information

Option Configuration

User can configure some of function options. If you click @ [Option] icon on Tool bar or select [Option] on

Tools tap, Option window will be shown.

Display

Monitor option and Map option are able to be configured and together with Live viewer configuration such as
Log in / Program shutdown authorization / Auto shutdown.

Options =] Options =]
A ez @ »
| Monitoring Options w b of
2) s ot
—— N\ Monitor Vewr Mk Caption Cokr:
Coorsoace:
@_ Bandwidth Adjustment: Auto - Map Options
@—-— [F]Don't ask login information @—-— [¥] Display Unit Name
@ [Flchedding before program shutdown o —
' [leuffering Duraton Time (sec): w = —@
@ Eleapton -— [IMonitor 10nly
Unit Name @ [ Display Some Viewset Orly
[ channel Humber
Set Viewset to Display...
Channel Name
@] Tme Auto Shut Down
V] Event B
e @-'_DEHEHE Idie Time 0B wn
[V Transmission Speed &
[ pefait ] [ oK ] [ canat ] [ pefair | | oK ] [ canemt ]
Item Description
Monitoring Monitor Viewer Mode Caption 03] HD80OH DEMO_64TB Reco... 6 C10808M 2.8-8mm
Options Area A! ! ] i I
» %
inclusion

2012:11:16:16:55:11

Adjust ratio

Full

A
2012:1116116:53:09

Use DirectX Draw

Show video using DirectX

Apply Deinterlace

In monitoring mode, apply De-interlace function on D1
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resolution video

Color Space

YUV

It maximizes monitoring performance.
For Live view, app. 8ch at 1080p/30fps or 12ch at Half
D1/30fps or 50ch at CIF/30fps is possible.

RGB

When PC system does not support YUV mode, user can use
RGB mode. However its performance will be down respectively.
On RGB mode, 3ch at 1080p/30fps or 4ch at Half D1/30fps or
10ch at CIF/30fps is possible.

Bandwidth adjustment

Auto

System diagnoses automatically CPU possession and if it is
over 80%, for best performance, system changes monitoring
mode into low frame monitoring.

If there is frame delay due to network bandwidth, system
changes monitoring mode into low frame monitoring.

Low frame monitoring mode is applied per channel from the
last channel which problem occurs.

If network possession is down or CPU possession is under
70%, low frame monitoring mode will be back to normal

automatically.

Low
Bandwidth
Mode

According to device, its mode requires JPEG video for low
bandwidth under low frame monitoring mode and it is not

changed by user control

Off

It keeps original video framerate from device regardless
network delay or PC load.
In case that video delay is getting worsen and PC performance

is down, monitoring program can not work properly.

Don't ask login information

When running program, user can access it without login

window.

Checking authorization before program

Before program shutdown, user certification is shown and

shutdown after certification, it will be closed.

Buffering Gathering live video in Buffer and show video smoothly in
order.

Caption Configure if some of information such as unit name, channel

number, channel name, time, event, video display speed, time

zone, the number of login user will be shown or not.

o Caption color Configure Caption color

11 Caption size Configure caption font size

12 Map Option Display Unit Name Display registered unit name on Map.
13 ............... Sequential duration time (Sec) Configure auto sequence duration time

14 Switcher Monitor 1 Only Monitor 1 is only switched. But in viewset mode or Map mode
..................................... Options is not available.

15 Display Some Viewset Only User selects registered viewset at discretion and it works only
..................................... in SeleCted VieWSet.

16 Set Viewset to Display Select viewset to use auto sequence.

17 Auto Shut Enable If there are no user action during Idle time, program will

Down shutdown automatically.
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<Caution>

Monitoring performance depends on system performance like CPU, graphic card or memory etc.

Recording
It is the configuration for file save route
Options
Rec
Saving Pt by ik Recrding):

WCCQuickRecardingSiteName_ChannelName Y YYYMMDD_HH_MM_SS.re4

Layout Manager

ol

Save Image

@— Default Image Filename

Fie Fomat: —®

Drive: [F orive Free: 17.9968 V]_®
Saving Path:

@— #CCImage WSiteName_ChannelName ¥y YMMDD_HH_MM_SS.jng
Preservation: 180 | Smeis @
pefait | oK ] [ conl
Item Description
1 Recording Drive Select Drive for recording. CCQuickRecording folder will be

created in selected drive.

Save Path (by Quick Recording)

Display folder route which recorded video file will be saved.

..................................... Save Image Default Image Filename Image file will be saved automatically
File format BMP Save image file as BMP
..................................... JPEG Save image file as JPG
5 Drive Select Drive for image saving. CCImage folder will be created
..................................... in the selected Drive.
Saving Path Display folder route where image file will be saved.

Preservation

Delete saved file automatically after configured duration date.
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Keyboard

Shortcut key and PTZ keyboard(WKC-100) will be configured. If external device supports shortcut key, user can
configure like below.

Options =]

Display Keyboard

< Show commands containing:

-
Adjust Resolution of current monitor Tl
Change Division of current manitor

Close Al (Stop live video display)

Close All selected monitors (Stop live video display)
Delete selected Unit/ViewSet/Map

Detect keyboard(WKC-100). )

Display channel on current focus

Display channel with 1 division
Display Unit

Display View Set

Identity all virtual monitor
P .

Alarm Notification

Layout Manager

II§II

Shortout for selected command:

Shortcut currently used by:

WKC-100 Port:

= —@)

You can detect keyboard (WKC-100) using Ctrl+K.

i

[] Use Only Monitar for WKC-100
DISPLAY1

pefait | oK ] [ canc
Item Description
1 Keyboard Show commands containing Display command list to control with shortcut key. If selecting
the list, configured shortcut key value will be shown.
2 Shortcut for selected Input box Selected shortcut key value is shown and if clicking input and
command press keyboard shortcut key, input shortcut key value will be
shown.
Remove Delete shortcut key value in the selected list.
Assign Configure shortcut key value in the selected list
3 Shortcut currently used by Display command of input shortcut key value. With pressing
shortcut key, user can easily search the configured command.
4 WKC-100 port Select connected port of keyboard. And can control keyboard
through the selected port.
5 Use Only Monitor For WKC-100 Limit keyboard user environment to control keyboard only on
the configured monitor

Alarm Notification
This configuration is for video popup / popup event/ buzzer / schedule etc with Alarm signal

Options =]

m Alarm Notification

Alarm Pop-up Options
:
Diuration 55 sec
= ,°"cccccccccteccccccccccccccnn,
m
: Fi Division YIMD On :
Layout Manager O[] Orly for Viewset ¥ Sensor Input On :
: Text Input Only far Displaying Channel :
D Bidirectional Audio Y
V‘ecccccccccccccccccccccccncccs’
Senzor-Channel Mapping: Set
Other Options
@—D Buzzer
Duratior: 52 sec

Sound: Use Default Sound ] [ Use Custornized Sound ] ( : )

cecccccccccccccccccccnsan,
.

.
o [T Live Monitor Blink
[ 1gnore MD Slarm ¢
- -

S_[] &larm Log
Sececcsccccccccccccs

eead
Alarm Notifioation Schedule: [ s |

[ pefair | | oK ] [ canal
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Item Description
Alarm Pop- Duration Keep alarm popup screen during the configured time.
up Options Configuration Fix Division Shows pop-up video on the selected screen division
item Only for Viewset Camera only registered in viewset will be run.
Text Input With text input event
MD On With motion detection event
Sensor Input On With sensor event
Only for Displaying Alarm popup only in monitoring video
Channel
Sensor-ChanneI Mappmg VSensar—Chal\nelMappmg [
Bgmﬁ)wu s1[s2[s3[s4]ss[s6]s7s8
31 [0001] DVRO All Channel
=1 [0003] HD8OOH DEMO_64° | CH1
= [0006] MD1600E CH2
= [ CHa
CHe
CHS
CHE
CH7
¥
Sensor can be mapping to channel per unit. Sensor event
alarm popup will appear in accordance with the configured
mapping.
Other Buzzer Buzzer will ring once alarm occurs.
Options Duration Buzzer will ring during the configured duration time
Sound Use Default Sound Configure default alarm sound.

Use Customized

Sound

Configure alarm sound with user choice.

Live Monitor Blink

Display red frame line on the alarm video

Alarm Log

Save alarm log

Ignore MD Alarm

MD event is not dealt with alarm.

Alarm Notification Schedule

-
Alarm Notification Schedule

[

-4 My Units
B3 WGLDEMO 0 3 B 9§ 12 15 18
=1 [0001] DVRO Hour

24

£ [0003] HDBOOH DEMO_84  Alam Popup

&3 [0006] MD1600E
- Buzzer

Alaim Log
Live Moritor Blink ]|

Lpply to 2l Units

[ T —

Clear
Cancel

Schedule can be configured per 1 hour and configure alarm

popup and buzzer and alarm log and video monitor display.
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Layout manager
Control Center Monitor layout can be configured. Using templete, user can expand monitor up to 2 monitors
quick and easily.

Options @
REC
[T | e 1—@
st oo
il o —
—
% E

ol

[ Identity [ Identity Identify
@—— =t

L)
: @ SiteMview Set/Map . Site/view Set/Map Site/View Set/Map
:-j Site/View Set : Site/igw Set SiteMiew Set
SR H Map Map
§ @ Leg Only ' Log Orly Log Only
: [] &larm Log : Alarm Log Alarm Log
\ Status & Action " Status & Action Status & Action
<<
@ () Monitar window Manitar Window Monitar Window
>
[ pefait | | oK | [ conl
item Description
1 Layout Templetes It displays monitors according to the number of connected
manager monitors, and you can check the monitor to use.
2 Available Monitors Use monitor Configure monitor to be available.
3 Preview Display real monitor screen according to monitor configuration
window
4 Identify Display Control Center monitor number on PC monitor and
user can check monitor connection status.
Composition Select monitor composition to use
Monitor Configure monitor as exclusive use.
window

<Reference>

1. Layout expansion can be possible up to 6 monitors with Control Center Pro. For Control Center Pro
purchase, please, contact us.
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Playback Viewer

Control Center provides dynamic UI for easy docking and monitor control with mouse movement. Therefore,
user can compose the best screen configuration. (Please, refer to Layout manager)

Screen Composition and Function name

Screen structure

- N
[D] Playback - [[(0003] HD8OOH DEMO_64TB Reco..] e )
1 File View Tools Image Window Search Help
EEHENQB2 B R Jt
(XL LT TEXLLLTYXT LTS

anel TR
v Al

§ oo

o Time Description

: 11:41:19  CH4 Motion Detected
0 11:41:22 CHB Post alarm stop
: 11:41:22 CH6 Motion Detected
l§ 11:41:22 CH8 Pre alarm start
§ 11:41:25 CH7 Motion Detected
11:41:27 CH8 Motion Detected
8 11:41:28 CHS5Motion Detected
® 11:41:28 CHS Motion Detected
t 11:41:33 CH8 Motion Detected
0 11:41:35 CHSMotion Detected
® 11:41:41 CH6 Motion Detected
l§ 11:41:43 CH4 Motion Detected
@ 11:41:45 CHS Post alarm stop
® 11:41:46 CH4 Motion Detected
11:41:47 CH7 Post alarm stop

0 11:41:48 CHB Pre alarm start =
.- o o ; T

Capacity 57.88T / Free 13.67T ‘

0| From :2012.03.13 13:40:13
0|To :2012.12.26 11:51:18

T > W

iimeLine
(20121226 11:41:18 ~ 201212.26 11:51:18] Al B« 8] M 7

47

0 1 12 13 14 15
17 18 19 20 21 22
4 B[ 21 28 29

Today > »
: = ]
Item Description
1 Menu/Toolbar Display menu and function button.
2 Video window Display playback video
Log viewer Display log related to the loaded timeline section.
Disk info Display disk use information and whole recording section
3 Channel selection Select channel for playback
Calendar / Time Select the date from calendar and search the data.
search
Playback control Control playback function using button.
4 button
Timeline Display saved information of unit and search time line.
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Video window display information

Configure display information on playback video via caption configuration

Item Description
Channel Show the channel number
! number
Channel Show channel name
2 name
3 Time Show the time of unit
4 Event Show the event information of the channel
5 Time Zone Show time zone configuration value
6 Speed Show video playback frame information of the channel

Icon function
Toolbar

Button

Description

Open saved file or connect to Site

Terminate the current connection

Select button for backward

Select button for forward

L E B H

Adjust Brightness, Contrast, De-interlace

iE

Save the current playback image as JPEG or BMP type. And selected caption, name, date/time, event

information can be saved.

=

Print the currently selected playback video. Basically print video and channel name and recording date

and event information and even caption memo.

Show full screen of view area

&)

Divide playback screen into 1,4,9,16. And can do search playback up to 16 channels together

Search text in accordance with search section and channel keyword

Appoint Motion area and search video with motion.

Search thumbnail with search area and interval.

@y EEE

It displays the version of Control Center Monitor and copyright information

39



Control arrangement

User can compose the best screen changing live viewer internal structure.

g
[B] Playback - [10003] HD80OH DEMO_64TB Reco..] o El

File View Tools Image Window

S HE QB8 s

occcccccccccccccccnad
Panel 2 x
2l

G

11:41:19 CH4 Motion Detected B
11:41:22  CH8 Post alarm stop

11:41:22  CH6 Motion Detected

11:41:22 CH8 Pre alarm start

11:41:25 CH7 Motion Detected

11:41:27 CH8 Motion Detected

11:41:28 CHS Motion Detected

11:41:28 CH8 Motion Detected

11:41:33 CH8 Motion Detected

11:41:35 CHS Motion Detected

11:41:41 CH6 Motion Detected
11:41:43 CH4 Motion Detected
11:41:45 CH8 Post alarm stop

11:41:46 CH4 Motion Detected
11:41:47 CH7 Post alarm stop
CH8 Pre alarm start

Time Description

. | »

From :2012.03.13 13:40:13
To :2012.12.26 11:51:18

Capacity 57.88T / Free 13.67T ‘

TimeLine

[201212.26 11:41:18 ~ 2012.12.26 11:51:18 ]

: ﬁ
“« < Today > »

7] w| :
L4 ; o R P

1) If dragging control title bar of @), @ above, docking guide icon will be shown and controller will be
moved to the ending point of drag.

2) Live viewer program can be moved to Up/Down/Left/Right and if user wants, Live viewer program can be
separated and arranged to outside independently.

Unit connection and File Open

Using search playback viewer, user can access to the registered unit and playback the recording video. Also,
user can open backup file and recording video in DVR HDD directly connecting to PC. If clicking top toolbar or
[Open] icon in [File] menu, ‘Unit explorer’ will be run

Unit Connection

User can playback after accessing to the unit registered in '‘My = =
unit’.
3 Refresh
O =4 My Units
. . . o -] WGLDEMO
1) Select Unit @ and click @ [OK] or double clicking @ unit in (1) £ 10001 DVRO_192 168 217.214
N .y . - . =1 [0003] HD8C0OH DEMO_B4TE Reco...
My unit. If then, saved recording information and log -2 [0006] MDLS00E
1

=1 [0008] delpino

information will be shown.
2) click 3 [Refresh] button for unit list refresh.

[ Open Backup File ... ]

Open DWR HOD

©) o | (oo ]
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File Open

User can playback recording video with opening backup file. Available backup file are "re3, re4, vsf2, vsf3, vsf4”
and other format is not supported. User can see all the same information like direct unit connection.

g [0006] MD1600E

.= [0008] delpino !
Desktop
Libraries

P |

1 e

Computer
- N
“w

m Explorer =) (3] Open [&J
( Fiefresh ] Look in: , CC Backup - & T e -
-4 My Units -
-3 WGLDEMO = Py Ry RpRy AR RpRRRRIL - 1y | - SRR/ PR
e [EEE;I E;:E-Cfééasczgfgl‘; 7% 4/ [0001] HDS0OH IP_186-20121126 121729-20121... 11/26/2012233PM _ CC Backup Files )
= e Recent Places ™ Bi@OIHOMOHIF 220 T8 DADSALT T2 MI S2 A ~E&Chakup A

Open Backup File ... ] o < I—
Open DVR HDD .. File name: [0001] HDB0OH_IP_186-20121126_121729-20121126_1 ~ Open

1 | +

0K Files of type: [Backup Files ("red;"red;” vfs2;" vfs3;” visd) v] [ Cancel

1) if clicking @ [Open Backup File] in Unit explorer, search window will be shown. In the selected folder, if

selecting @ file and (@ file name will be shown.

2) If clicking @ [Open] button, recording information and log information will be shown.

DVR HDD Open

DVR HDD can be connected directly to PC and user can playback
the recorded video in DVR HDD. If running search playback viewer
with ‘Administrator authorization’, 'DVR HDD open’ button will be
active.

1) In Unit explorer, if clicking @ [Open DVR HDD], user can select
DVR HDD.

2) In DVR HDD list, if selecting @) HDD and clicking 3® [OK]
button, recording and log information will be seen.

Unit Explorer @

Fiefresh ]

-4 My Units
{_ WGLDEMO
L. [0001] DVRO_192.168.217.214
L= [0003] HD80OH DEMO_64TB Reco
i.=1 [0006] MD1600E
L= [0008] delpino

[ Open Backup File ... ]
[ Open DVF HOD . . @

o )T

-

Open DVR HDD (S

[\4.APHYSICALDRIVE? -

@—f 0k [ Cancel |

<Caution>

1. DVR HDD open can be available over H.264 SD DVR v2.14.10 and all HD DVR. But MPEG SD DVR is not

supported.

2. Do not format or edit DVR HDD partition or factory default. After DVR HDD connection, run search

playback viewer program and ‘DVR HDD open’.

41




Connection termination (Disconnect)

If clicking = [Disconnect] icon in top toolbar, user can close DVR HDD connection or unit or backup file.

Basic control

Screen division mode change

The maximum screen division is 1 to 64 division.

1) If clicking @ division icon or 2) double
clicking @ the certain channel, Single or
division mode will be shown.

Full screen mode

If clicking [Full Screen Mode] icon, user can
run full screen mode and close it with [ESC]
button.

Using @ playback control button displayed on left
button of full screen mode, user can control
playback speed. If clicking [X] button, Full screen
mode will be closed.

Video poition change
To move video potion, select video with mouse and drag it to the position user wants. Position change in
between different monitor is also possible.

1) Do mouse dragging @ video to @ position, @ and @) will be changed each other.

42



Video window popup menu

If pushing mouse right button on the video, menu will be shown and user can use major function. This action
is only applied to the selected video only.

—_— Check Watermark
Digital Zoom
Item Description
1 Check Watermark Display if original data is damaged or not.

o In single mode, using mouse dragging, user can zoom in video and if clicking minimap, user can
2 Digital Zoom

change Zoom area.

Image Control

,
Screen Adjustment =

®
D o B
O ©

Item Description
1 Video View It displays the selected video channel.
2 Default Brightness Brightness turns to the default value. Default value is 0.
3 Default Contrast Contrast turns to the default value. Default value is 0.
4 Default Deinterlace Deinterlace turns to the default value. Default value is 1.
5 Brightness Control Bar It controls the brightness of video. Available range is -100 to 100.
6 Contrast Control Bar It controls the contrast of video. Available range is -1000 to 1000.
7 Deinterlace Control Bar It controls the use of deinterlace function. 0 means de-interlace off, and available range is
0 to 100.
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Example of Image control

Item Description

Default

Brightness

2012.11.04.15:3

Contrast
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De-Interlace

Control Panel

In the control panel, there are information of connected disk, whole recorded section along with log of
searched section and user can select playback section through channel selection and calendar search. Also
information in the disk can be backed up via image and log backup utility.

Log Viewer

There are log lists for searching section loaded on time line in the log cotecery [Al _]_@
viewer. Log information for selected channel will be shown and user

can select classification to classify them. Double click on log in the log 'LE"“E--.[’EETDET--------, K
. . . 11:41:19 CH4 Motion Detected (\om
list to move to recorded data of the log to check its recorded image. o 11:41:22 CHe Post lam stop '
: 11:41:22 CH6 Motion Detected :
. . . . . . o 11:41:22 CHS Pre alarm start (]
1) There are log lists 2) for loaded section on timeline in log viewer § 519325 O osen et ;
WIndOW. ¢ 11:41:27 CH3 Motion Detected 0
2) Select All/Status&Control/Text/Motion/Alarm in classification @) y LL:41:28 CHS Motion Detectd .——@
. ' 11:41:28 CHS Motion Detected 1
to classify and see preferred log data. o] 11:41:33 €HB Motion Detected H
3) Double click on log list 3) to move to playback section of the log  § 1:41:35 cHS Mation Detected _ :
. o/011:41:41 CHE Motion Detected ‘—0——@
to see recorded image for the log. { Sonsmasasassas '
o ’
[s1d:418% SHE Brgt dASiERe e e e = @
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Disk amount used and recorded section indication

It is information about disk amount used and recorded section.

8
0| Capacity 57.88T / Free 13.67T J‘l

1) Total disk amount / extra space area , record start / record 4 Frem 20120313 13:40:13
: . ) To  :2012.12.26 11:51:18
End are shown at the top (D). Used disk space information

is indicated by status bar . m :ﬂ@

Backup

Access to registered unit in search, playback viewer then back up recorded data or log information. Also open
backup file or file of DVR's HDD then select specific section for back up.

Image backup

There are 2 types of backup RE4 and AVI type. RE4 type support multi channels backup along with backup for
event information and other information. AVI backup support playback in widely used player, only single
channel using XVID compression method. Click on &= [Backup] icon in control panel on the left side of
program to execute “Backup utility”.

RE4 Backup
1) Select @ [RE4] in backup utility window — =)
and set start and end time for backup Ea_ckuD i :
section. Start time must not be set later ®—"@IE.C{.rafti"f’---.".'a.“f".mi’i“e‘ji”xv.ml .................. -
than end time. If wrong time setting by @ one v s A b v tobacan H
user, program will automatically adjust = - El @2 B3 @4 Bs B @7 @e : 3
time in order end time is later than start QP '.~_zu_12_.1i.1_6".__11_:5§:1_3____:‘: 'O DuOude0sOu0s ui
t|me . . _ : 17 13 19 20 21 22 23 29 '
2) Select 3 backup channel then set up @ ES::hptyﬁ:nlspllz;er s
@ file size partition. It will save backup T CEE e £ ) T
file based on partition setting. Fie Neme
3) If select 5 Miniplayer copy, Backup file [ savens | @
will be saved along with Miniplayer in e S
same location. @ Massassssssssssssses i I :
4) If click on (&) [Save As], “Save in other @—-- 0% a --

name” window will come up and file
name will be shown as default (unit
number-unit name-backup start-end
time). Set up location and file name for
backup file then click on [Save] button.

5) (@ Password can be set and the max 14
letters used for password. Click on
[Start] button to start backup once all
setting is done. (9 backup status is
shown as %.
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AVI Backup

1) Select @ [AVI] then (2) start and end
time for backup section. Start time must
not be set later than end time. If wrong
time setting by user, program will
automatically adjust time in order end
time is later than start time.

Select 3 backup channel, @ caption,
audio inclusion option. Click G [Save
As] button then “Save in other name”
window will come up and the file name
is shown as a default (unit number-unit
name-backup start-end time).

Set up save location and file name for
backup file then click on [Save] button.
The “save in other name” window will be
closed and file save location and name
will be shown.

Click on (&) [Start] button to start
backup. (7) Backup process status is
shown as %.

Log Backup

P9

7 5
Backup Utility 3]
== rec (re4 type) @) avi (compressed in XVID)
cecccccccccccnss W ¢"=cccccccccccccccces -
¢ From v ® Channel ‘.
o 2012-12-26 v 1L46:18 = : 0 *Select channel to backup :
]
. [}
. |:1D2D3D4D5D6D?D8:
]
\ iz v s o 0 (19 (o 1101213014 15 16 )
Seccsscccccsses - Y '
[} 17 18 19( |20 21 22 23 24 H
. ; Y (]
Split file, Size : 750 5| Mbytes . 257 26 []27[ 128 []20 20 31 320
Secccccccccccscscccans -’
Copy Miniplayer

Total Size(induding all channels) : 1.16G

File Name

File Protection (Optional)

Password

0%

[ with Audio, Caption (It takes time to backup.)

Save As

Re-type

Log backup can be done per channel preferred and selected by user in CVS file. Run “backup utility” by click
on E&ll [Log Backup] icon in control panel located on the left side of program.

1) Set (Dstart and end time for backup
section in log backup window. Start time
must not be set later than end time. If
wrong time setting by user, program will
automatically adjust time in order end
time is later than start time.
Select (2 backup channel and
event, status&control, text) in 3)
classification menu.

If click on @) [...], “save in other name”
winder come up then enter location and
file name and click on [Save] button to
close window and confirm file save
location and name.

Log file is saved in CSV format. Click on
(® [Start] button to start backup. ®
Backup process is shown as %.

item (all,

Channel

It shows recorded channel and status of activated channel. Only

selected channel can be playback.
1

playback is shown.

2) It shows (3 not activated channel.

®

©®

-
Log Backup = —t i
............... \ ¢"""ceccccccccccccccas
¢ From s  Channel "

. —_{
9 2012-03-13 v 13:40:13 = :I‘Selectdwannelforbackup :
0 []
' o W1 @2 @3 Va4 @s @s ©17 @s |}
' 0 .
0 2012-12-26 + 14:02:10 = ': & 10 11 12 13 14 15 16 :
Seccccccccccce =® ¢ 17018 (D19 [J20 (21 [J22 [J23 [J24 ¢
0
AT Al 2§ (25 26 (2728 (20 [J30 (31 (a2 8
Secccccccccccccccnns -’
File Mame

0%

Firstly, it shows (@ activated and selected for playback
channel is shown. 2 Activated but not selected for
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Calendar Search

It indicates recorded date. Selecting date or enter time to
search recorded data directly. G g LR
2

]
2 3 4 |5 B 7 8 :—@
I T R L (R R E A

16 17 18 |18 a0 21 22 e

1) Calendar is shown and O recorded date will be market in

block letter in connected disk so user can select date. \%__3#__25__2&"21"28"_29 )
Selected date is shown by 2 marking. @- T

2) Move to (3 previous year. Move to @) next year. Move @
to (5 previous month. Move to (6) next month. Move to
@ today's calendar. Enter the time in selected date
for search.
3) Click on (9 the button to search based on entered time
then show it on timeline.

11 4E:18

Timeline

Timeline viewer support graphical indication for normal recorded and event recorded section. User can select
preferred section using mouse and user can select various function and control related to playback in this
timeline window.

L N W W W W W W N W W W
7@

@—'ww LI s 2% Wia2L! '.QHJ.SJ.JJU.RJM - -EJ......L&J.E.L - E_J

1) Image playback control can be done using @ playback control buttons in timeline viewer. Please refer to
below table to know description of playback control buttons.

2) It indicates date/time information for searching section shown in 2) timeline.

3) Timeline is shown in 3 graph and playback is enabled by selecting search section using @ slide bar.
The log properties of timeline are classified in different color (Grey: normal record, Yellow: motion
detection, Red: sensor input, Orange: event pre/post, Wine: text).

4) Click on (® button to maintain search time with one day back, & button with one day forward.

5) Timeline will re load and show information about time of moved date.

Description on playback control button

Button Description

Shows one step back image

Playback image in reverse

Playback image in forward.

RN
4]
M Stop playback.
A
3

Shows one step forward image

m Playback all recorded section showing images. If click on this button, only “event triggered images playback” will be

achieved




It shows image for only event triggered section. If click on this button, it turn into “all image playback” mode.

create any margin of error based on them.

It can control playback speed (0.5x, 1x, 2x, 4x, 8x, 16x, 24x, 32x, 64x, all). Select [all] to enable playback in max
playback speed. The rest of playback speed will be following selected playback speed. Playback speed is following

real-time as much as possible but will be affected by performance of PC, Network speed. So playback speed might

click on this will show log for selected channel on the timeline then playback.

Select whether record status for all channels or selected channel will be shown. Select channel for playback then

cancel this while timeline log is loading.

Section (10min, 30min, 1hour, 3hour, 6hour, 12hour, 24hour) to be shown in timeline can be selected. There will be

popup window marking record section of selected time on the timeline and showing loading status of log. User can

Use of Jog & Shuttle
Control Center Playback supports key shortcut and various controller connected can operate playback with this
shortcut. Device for playback control such as controlling Jog & Shuttle by entering key shortcut can be used
by setting key shortcut.

Key map
Input Value Action Key Value
Jog Clockwise Forward Frame Play Alt+Shift+Right
Counter-clockwise Backward Frame Play Ctrl+Shift+Left
Move and center 1x Backward Play Ctrl+Shift+"
Leftl 2x Backward Play Ctrl+Shift+1
Left2 4x Backward Play Ctrl+Shift+2
Left3 8x Backward Play Ctrl+Shift+3
Left4 16x Backward Play Ctrl+Shift+4
Left5 32x Backward Play Ctrl+Shift+5
Shuttle Lefté or over 64x Backward Play Ctrl+Shift+6
Rightl 2x Forward Play Alt+Shift+1
Right2 4x Forward Play Alt+Shift+2
Right3 8x Forward Play Alt+Shift+3
Right4 16x Forward Play Alt+Shift+4
Right5 32x Forward Play Alt+Shift+5
Right6 or over 64x Forward Play Alt+Shift+6
Leftmost Backward Frame Play Alt+Shift+Left
Left Backward Play Alt+Shift+ <
Buttons Center Pause Alt+Shift+?
Right Forward Play Alt+Shift+>
Rightmost Forward Frame Play Alt+Shift+Right
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Search

Various search modes are supported in search and playback viewer for user to search quickly and with ease.
Text search can search test recorded in specific time, Smart search can detect image of motion detected and
Thumbnail search can be made on specific search section set by user.

Text Search

.
(] Text Search S5
Unit
[0008] delpino Al But -@
.
From ‘. .'Keyword ‘.
2012-12-26 [~ 05:08:08 = :. :
'
8 ¢ =uge blank space as a separator ol
To [ ()
2012-12-26 Ev 0510:43 2 :l‘-é-AND JoR !
Sececcccccccccccccccccccce’ ‘ccccccccccccccccccccccs’
Search
eessessssssssssssssssssss e
CH Time Description ~\: 10-01-57 2:430 Y
oY SANDY 0004 24536 -
CH1 2012.12.26 05:08:49 .: WES COIL48Z 1.78 '
CH1 2012.12.26 05:08:53 0|y CLASSICCOKE .99 E:
CH1 2012,12.26 05:08:57 10-01-97 2:43PSANDY D...:l ;'éngg‘DGRN Liz f-
CH1 2012.12.2605:09:09 WES C OIL4aZ 1.?3cu.\s....: CILANTRC .39 _=
CH1 2012.12.2605:09:13 SMTOMATOES .48PLLL.. 9| JALAPENOS .39 .
CHL 2012.12.2605:08:32  10-01-97 2:45PSANDY ... 30 -+4B @838 '
e : %o BANANAS .87 .
2012,12.2605:10:20  10-01-97 Z:43PSANDY 0O... 3.45LE @1.00/4LB N
CH1 2012,12.2605:10:32 10-01-97 2:44PSANDY 0., [0 SMTOMATOES .48 -2
hccccccccccccccccccccaaa? Nl et atetea
g/10 ’ Save ] ’ Close
| |

®

10

1) Shows (@) connected unit name in text search window.

2) Select @ search channel then set (3) start and end time for search section. At this time, Start time must
not be set later than end time. If wrong time setting by user, program will automatically adjust time in
order end time is later than start time.

3) @ Keyword search is possible, if user doesn’'t want keyword search, just leave this space empty then click
on (5 [Search] button. There will be & status bar showing search status and (7) searched text lists will
be shown once search is done.

4) Select text list to see (®text description. Double click on the lists to move to the timeline and show image
related with text.

5) Click on (9 [Save] button to save searched text in TXT file format then click on [Close] button to

complete text search and close window.
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Smart Search

r N
2] Smart Search B
cocscscscsheccsaas
L
Unit # From \.
@- == [0008] delpino * | |CH3 v : 2012-12-27 ~ 05:13:06 = [}
(]
Motion Area : To [] —@
= 123 -1 9
@ {FF] Motion detected image only S 0121227 v 05:23:06 >
>
et e e (S
&23%3?‘%2}58&--] : Interval (sec) [}
mmm%---- 0 © The 1st of consecutive images 0
6 : (©) 1stimage for every second(s) selectez:-
[y 0= e
Seccccccccce=’
Search —@
91 Frames re—
7_-”’””””””"’””””’,”’,’,’””””””’,””".i
. " ; 4
0 !.l
(] |
o B [ (! b o (S | S) Ly
0 2012.12,2705:13:19 2012,12.2705:13:21 2012.12.2705:13:24 2012.12.2705:13:35 2012.12.2705:13:37 2012.12.2705:13:39 2012.12.27 05:13:45 0
N [
. [
0 .
(] @
s o 4 e be 22 el |- [ . e 2 0
M 2012,12,2705:14:00 2012.12.2705:14:06 2012.12.2705:14:21 2012.12.2705:14:28 2012.12.2705:14:42 2012.12.2705:14:49 2012.12.2705:15:03 :
N [
N [
N [
U 0

! k4 e [ | e et
SRR Y PP LAWY PRI AR P 20U EH VR R UL P AU WLLEY e aa ?
Close

®

Indicates (M)connected unit name in smart search window.

Select (@search channel and set (3 start and end time for search section. At this time, Start time must
not be set later than end time. If wrong time setting by user, program will automatically adjust time in
order end time is later than start time.

@Search interval can be set. If select “all image examine” , it will search motion image in all images and if
select “configured time interval examine”, it will search motion image at configured sec, hour time interval.
Select (®motion detect area to search only section containing motion in selected area and select
(®"image with motion detected search” to find out recorded images only with motion and event to
improve search speed.

Click on (@) [Clear] button to clear motion detection area and click on [Set All] button to select all
motion detection area.

Start search by click on (9 [Search] button and search status is shown in progress bar. Number of
searched image frame will be shown once the search is done.

@Searched image list is shown in Thumbnail and if user click on Thumbnail, it will enlarge image into
@look ahead window. Click on @searched image to move to recorded time and playback image

Click on @ [Close] button to complete smart search and close search window.

1
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Thumbnail Search

©) Q)

] Thumbnail Search =

Unit
e | [0008] delpino - | |CH3. v

=
1Sy

¢ Time
T, 2012-12:27 B~ 041306 s

.
[ Srosean 3

........-..-'

- LY

0

() (= (s
LT T YT Y

'} - -

L[ 1min

=
N

| »

® ®0 -0

O

04:08:06

04:05:06 04:06:06 04:07:06

m

g

04:09:06 04:12:06

S
L X Y w2 -

04:16:06 g

1) It shows (Dconnected unit name in thumbnail search window.

2) Select (@search channel then set (3)start time of search section.

3) Set @)search interval then click on (5 [Search] button to start search. Once search is done, (&)searched
image list will be shown in thumbnail and click on thumbnail to show image in (Z)page preview window.

4) Playback on recorded image of the time instantly is possible using playback control button. Search result
is output as much as it can be shown in the search result window and click on [Previous] and (9
[Next] button to continue to search.

5) Move timeline to recorded time of thumbnail then playback instantly by click on move button. Set @)
search time range then click on [Search] button and configured search time range will be entered
automatically running “smart search” so the connection search is possible.

6) Select thumbnail and click on @ [Print] button for print and click on @ [Save] button to save image.

7) Click on [Close] button to complete thumbnail search and close search window.

52



Option

Option configuration for various function used in search playback viewer can be configurable. Select [option] in
tool tap of menu to popup “option” window.

Cptions ﬁ Cptions ﬁ
[ Caption [Sereen | | Caption | Sereen |
PLE T Y Y
14 L)
: Unit Mame : ®_ Automnaticaly adiust split screen mode for number of charnnels
) [)
: [] Channel Humber h
0 [V] Charinel Mame )
(] (]
: [V] Event :
: [¥] Time Zone :_® e
e ey
\ |
Item Description
Caption 1 Caption list Configures whether information about channel number, channel name, time,
event, time zone, transmission speed will be displayed on image window or not.
2 Select all Select all caption lists.
3 Unselect all Clear all caption lists.
4 Font Color Can configure preferable color via color configuration window.

Screen 5 Automatically adjust Auto screen division is executed based on number of channel when user select
split screen mode for channel. It runs whenever channel is selected up to 16 screen division.
number of channels

6 Color Space There are 2 modes YUV , RGB can be configurable.
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Configuration Tools

Registration on Control Center or configuration on unit connected via local network is possible.
It can be used for all units having WESP protocol supporting effective and integrated management.

Screen Composition

Control Center Configuration Tools EI—‘éJ

BT T YT LY N
’denu
System
Drate/Time
... Disk
[=- Security
-- Uzer
. |P Fitering
- M etwark,
- Syztem Log
Device
- Camera
- Serial
- PTZ
o Text
- Audio
Ewent
B Source
i Mation

: System

=1 [0001] DVR0O_192.168.217.214 :Systemlnfo:
=1 [0003] HD800H DEMO_64TB Reco...
=1 [0006] MD1600E

=1 [0008] delpino

-5 Local Area Units

Information Content

Unit HD800H DEMO_B4TE Recording
Medel HD800H

Hardware Versicn 21

Firmware Version 3251

Serial Number TE0111706128

MAC Address 00:30:31:03:39:54

IP Address 112170128173

£

[ E xport ] [ Irnpiort; ]

- Sensor

[ Reboat ] [ Factary Default ]

- Event Action
- Emnail

.. §NS

- FTP

- Event Check

R P P P P P P P P P P P P P P P P P R T R I Y ]

P PP
ST T YT r T T T T T I T T T T I T Y TP YT Y T T T T T T T T T T
3
]
&
@

Y

3

LI ) ‘----q - e e ‘-------------------------------------------------

@ @ ®

Item Description
1 Unit list window It shows units registered in user’s account. Click on unit to access to it.
Menu window It shows list of menu. Click on it to connect to the menu. Menu will be shown differently based on
? connected model.
3 System window It shows configuration information of selected menu and user can change configuration value.
For configuration details on each item, please refer to user guide of each model.
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Unit Connection

It shares unit list registered in "my unit” of live viewer. When connect to
the unit not registered in “my unit’, authorization process is required for
use.

1) If user select unit already registered in “my unit” in unit list window,
user can access to unit. If user select unit registered in “local area
unit”, the window asking manager password will pops up and user
can access to the unit once entered password is authorized.

Once user access to the unit, the menu of the unit will be shown in

2)

3)

menu window.
Click on (3 [Refresh] button to update unit list.

V4 Ul use

If connected to unit of FW version over V4., it will
supply same UI of unit's menu OSD. To use this U],
additional plugin is required but it will be downloaded
and installed automatically once connected to unit.

For more information about configuration method,
please refer to user’s guide of each product.

=4 My Units
. @] WGLDEMO
@ =1 [0001] DVR0O_192.168.217 214
=1 [0006] MD1600E
i i.g=1 [0008] delpino
58 Local Area Units
= 192168.217.10
-l 192168217112
=] 192.168.217.115
-l 192168217121
-l 192.168.217.126
=] 192.168.217.151
=l 192.168.217.152
=1 192.168.217.155
=1 192.168.217.158
-l 192.168.217.183
- 192.168.217.185
=1 192.168.217.186
=l 192.168.217.189
-] 192.168.217.198
=1 192168.217.199
-l 192.168.217.200
-l 192.168.217 227
=l 192.168.217.229
-l 192.168.217.233
=1 192.168.217.241
-] 192.168.217 242
=1 192.168.217.84
../ WinRDSforNam

O

Refrash

[&] Config - HDC400M (192.168.217.184) e
Bxit |
MEETAE Ok | Usersetp | Uity |
~Time Setting ~Time Zor
[ 11/06/2013 10:47:30 = UTC 09:00 Seoul =]
Dat‘e Format Daylight Saving Time
Month/Day/Year | = | ® Off
~@ Sync with NTP , Custom
Changing DVR time causes playback time corruption.
| S SENE CERPSR ]
— — — — <

<note>

1. V4 Ulis supportable only in products of FW version over v4.x.
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Basic Functio

IP address change
@

n

©)

[g5] Fontrol Center Configuration Tools li‘_l_Jﬂh
@ My units Menu System
) WGLDEMO
1 [0001] DVRO_192.168.217.214 System System Info
gl [0003] HD800H DEMC_64T8 Reco. RIS AN Information Content
£ [0006] MD1600E Change IP Address 1 Unit HDS00H DEMO_64T8 Recording
=1 [0008] delpine
5 tocal vea Units e Mo o
= IP Filteting Hardware Version 21
~=1192168.217.10 - Metwork Firmware Version 3251
-1 192168217112 - System Log Serial Number TE0111706128
=1 192168217115 Device MA™ Address O3RN 305
1192168217121 Cameia =)
B 192.168.217.126 Serial SEE?
P12
&= 192.168.217.151 Tem Adrin Password |
£ 192.168.217.152 e % —
=1 192168.217.155 Bt ™ New IP Addiess
=1 192.168.217.158 S
- 192.168.217.183 Mation ok [ Coed |
- 192168217185 Sensor
-1 192168.217.186 Pzt Reboot || FacloyDelaul | Change IF Addiess
.= 192.168.217.189 Ewent Action
=1 192.168.217.198 - Emal
=1 192.168.217.199 ﬁ?}f
£ 192.168.217.200 el
£ 192.168.217.227 Recording
=1 192.168.217.229 i Record
=1 192.168.217.233 i Program
-1 192168217241
-1 192.168.217.242
-1 19216821784
-] WinRDSforham
[ &l

1) Select Dunit in unit list window and click on @) [Change IP Address] in popup menu or (3 [Change IP
Address] in system information menu of configuration window by right mouse click then @ Change IP
window will pop up. Enter administrator’s password and IP address to change then click on [OK] button to

change IP address.

Export Unit Configuration

&

Ewvent j
= Source —[. Export ] [ Impart ]
- Mation
- Sensor
Presst Save As =
. [ Reboot ] [ Fe ddress
Ewvent &ction Savein: | Control Center o F @
Email - Name Date madified Type
SHS b 4. CCEventlog 12/26/2012 418 PM  File folder
Recent Places o
fLageal 12/27/201212405 .. Filefolder
FTP ! 4. Leg 12/27/201212:05 ... Filefolder
i Event Check 1 Microsoft VC80.CRT 12/26/20123:20 PM  File folder
R i Desktop Microsoft.VCB0.MFC 12/26/20123:20PM  Fille folder
:ECD[ g e Sound 12/27/20121215...  Filefolder
Record =l sQLite 12/27/201212:16...  File folder
P[Dgfam Libraries
Computer
@
A < m »
Network
Fie name -
Saveastype:  [Cortig Ino Fles ("cal) -] [ Cancel |

Exit

1) Click on @ [Export] button in configuration window and there will be window of (2) “save in other
name”. Select save location, enter file name then click on [Save] button to save file in the location.
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Import unit configuration

| >_@

:

Fieboot | [ FactoyDeiaut |

[ — g@
o

Import configuration of same device

1)

Click on @ [Import] button in configuration window to activate import wizard. Select file saved as )
“export” then click on (3 [Next] button.

Select @) [Same Device] in step 2 then click on (5) [Next] button.

Turn into step 4, there will be popup window asking (& “admin password". Enter password and click on
[OK] button to proceed with configuration import.

Click on (@ [Finish] button to complete configuration import and the window is closed.

Import configuration of same product family

Click on @ [Import] button in configuration window to activate import wizard window. Select file saved
as 2) "export” then click on 3 [Next] button.

Select [Same Model Type] in step 2 then click on (9 [Next] button. Select @unit to adopt
configuration then click on @) [Next] button.

Turn into step 3, there will be items adopting configuration shown. Click on @ [Next] to move to step 4.
There will be & "admin password” window pops up. Enter password and click on [OK] button to activate
configuration import.

Click on (@ [Finish] button to complete configuration import and window will be closed.

Unit restart and factory default

Unit restart and unit factory default can be controlled in

configuration tool. We recommend to save configuration [ et J[ ime |

setting value through configuration export feature since e [ e
all configuration value will not be recovered once factory

default is done. d}

1) Click on @ [Reboot] button in configuration

window then click on [Apply] button to restart unit.

2) Click on (@ [Factory Default] button then click on

[Apply] button to make unit to achieve factory &l —
default.
Hide tree

Click on Qlicon to hide unit list window and the icon will convert into g] icon. Click again _@ icon to show

unit list window again.
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Tools

Schedule Backup

Recording data of DVR or WinDVrS can be backed up to a PC by Schedule Backup program. Only
Administrator account can use the Schedule Backup.
Reservation of Schedule Backup is available and it is automatically executed by reserved schedule. Schedule
Backup program should be run at background to execute the backup. If Control Center was properly installed,
Schedule Backup is automatically registered and it will be executed after PC booting.
Schedule Backup works at only 1 PC for only 1 unit at the same time, and regarding 1 unit, only 1
Administrator can reserve the backup. Created backup file can be played by Control Center Playback program.

<Note>

1. Schedule backup PC and DVR must have same time zone

Screen Configuration

©)

O

45 Control Center Schedule Backup

|

£ Control Center Schedule Backup = X
20121220 Weanesaay 155021
ceccceccssccss ,*cccccccccccccclcccccccccccccas
€ Wy Units - N
o€ w ¢ DataSchedule f
: i) WG‘[EDEE’;A]CD\/RZ (] Backup Data Date Range |
= . )
(] =1 [0010] DVRO . []FromDate  2012-12.26 [[]To Date 20121226 0
L] =1 [0001] DVRO . '
] =1 [0003] HD300H DEMO._B4TB Recqf []index Frame [] Today Data Only [
(] =31 [0006] MD1600E . '
] 20ccl oo . et |
(] . [ I
T e e e e e e
(] (] '
9 . '
: (] @lcn @lche [@cha [@lchs  [@chs  [iche  [Wlchr  [Wche [}
H ‘ cns [Jeno [Jomt [Jemtz [Jems [Jems [Jens [Jente [}
T ! : :
] . o B
coccces -
' omcccccccce -
[l N
H .’ Time Schedule
’ N Backup Tmetabie M
" N 0 T I O s A |
' L T
[l L e e e e e e e e e U
' e e e e e e e e e e e e e e |
] 0 W CITTTITITEEEEEEr I rrrrrr]  §
(] F S e e e e e e S |
(] 0 Fi Crrr e T 8
(] 0 s e e e e e e e e e e M
(I - I e e e e z
= 0
cecccccecce==’ Recording Option '
Neececemmeccccsepececcsccccaaaas?|

T = s e

[ 2002225 G000 155900 || Sogsea |+ | Fisawpizriziz |2 | 55030 | 1550 |

History File | .\BackupHistoryi20121226.csv Free Space | F- zwsma\.
Schedue Uit Name Backup  Drive Fie lame PrOgr. StartTme  End Time Resut

¢"ccccccccccccccccccccccccccna,

®

Function

Description

Unit List

It displays the unit list, and user can connect the unit by click.

Backup Data setting window

Channel to backup, Backup period can be configured.

Backup Schedule Setting window

Configures the time schedule. Only 1 unit can be configured at the same time.

Hoiw iIN iR

Backup State Window

It shows Backup progress and completion state. User can open the history file and

check the details by date.
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Backup Setting

Recording Option

Drive to save the backup file, backup file password, conservation of minimum HDD space, retention period of
backup file can be configured. Drive setting is applied to all units, but the other settings are applied to each
unit separately. If [Recording Option] button is clicked, below Recording Option window appears.

® @
[ Recording Option @1

File
Mame \Backup\[0008] delpinoVy™ Y MWD Password

Destination
-
¢ Drive F [El‘ * All badap files stored on same drive
Available Space
P Y cecmscsnssscscscsccaeg
: Remain HDD Space 5 = GByte : : Preservation 5 = Da\;{s}: @
LN N N N W W N N N NN NN NN N N ] L X N N XN N NN NN NN NN Y]
l Cancel l [ 0K ] ’ Apply ]

®

Item Description
File Path and Name Backup file name and path is automatically decided and it can not be altered by user. Recording
1 path is /Backup/Unit name/ and file name is assigned as YYYYMMDD_HH_MM_SS. Be careful that if
unit name is changed, it also changes the recording path.
Password User can assign a password to the backup file. The default condition has no password, so if you
2 want to make a password then you have to leave the current password as blank. Password

protected file can be played after proper password input.

3 Recording Drive User can assign the drive to save the backup file. Selected drive is displayed as "Drive C,D". User

can assign more than 1 drive at the same time, and this drive setting is applied to all units.

4 Available HDD Space If there is no enough space, old backup files are automatically overwritten. If user assigns the
minimum disk space to keep as GB unit, Backup process will keep the space. Available range is

1~100GB.

5 Preservation User can assign the period to keep the backup file. Period elapsed files will be automatically
deleted, and the available range is 1~365 days. Retention period is calculated by first frame’s

recording time of backup file.

Setting of Backup data
Diverse backup settings can be configured. User can decide the backup period, channels, date, time, and
whether to use index frame backup per each unit.
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Data Schedule

Backup Data Date Range @
|JJT|:| Date

[] From Date 2012-12-26 2012-12-26

Il

[ Index Frame |_I__| Today Data Only

Select Backup Data Range
O123456785101112PM1234587&9161112|
1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
L X X X X X I I I I I I I I I I I I I I I I I I I I X I X X X X}

2 [ T T 1T 1T T T 1T T T T T T T T T T T T T T 1 I?l
.---------------------r.-_-_-.-.-_--_-.-.-_-_-_--
Select Al Clear All
crcccccccescscccccsensne < —
[¥]ch1 |[@]ch2  [#]ch3  [#|ch4 |[¥]chs [W|Ché  [W|Ch7  [W]Ch8

14
]
[]

@ 1@

Chs Ch10 Ch11 Ch12 Ch13 Ch14 Ch15 Ch1g
Ch17 Ch1d Ch19 Ch20 Ch21 Ch22 Ch23 Ch24
Ch25 Ch26 Ch27 Ch2g Chz23 Ch3o Ch31 Chiz,

Soeccscsoscsscscsmsosscsscssscsssssssssssssscsans

|

1) The backup period is set based on the date which is recorded in the unit. If you check the "From Date"” @,
date input box will be enabled, and you can assign the start data of backup.

2) If you check the “To Date” @, date input box will be enabled and backup will executed to the assigned
date. If you check the "Index Frame” ®, only index frames will be backed up. If you check the “Today
Data Only” @), only Today's recording data will be backed up.

3) Backup data range can be configured by hour unit. White block means no backup assigned, and if you
click the white block, the color changes to blue. If you click [Select All] button, all 24 hours will be
selected, and if you click [Clear All], all assigned hours will be cleared.

4) Only backup available channels will be enabled, and you can check the channels which you want to do
backup.

Setting of Backup Schedule
Backup schedule can be configured at PC. If a schedule is already occupied by a unit, the schedule can not be
shared by another unit.

Time Schedule

Backup Timetable
|c- 1 2 3 4 5 68 7 8 9 10 1112°kM1 2 2 4 § B 71 & 9 10 11 12
1 1 1 1 1 1 1 1 1 1

1) At Backup time table, white block means no backup is not assigned yet, and blue block means it is
assigned for another unit's backup. If you select the white blocks by mouse, they are changed to blue to
show the assigned backup schedule.

2) If you select @ "Everyday”, all days of the week changed at the same time. Instead of that method, you
can select hours of each day (). Already backup assigned blocks are displayed as blue, and if you move
the mouse to the block, tooltip shows its unit's name.
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Backup Status

If you click [Backup state] button, you can see the backup details. All completed or ongoing backup process is
shown, and you can get more details by opening the history file.

® ©® ®

' Y
£, Control Center Schedule Backup =1 —
BacupSewp | (L Backpsiaus ] ¢[20129225 Wednesday 15:11:34 3
jooceeeeessssescceee===sseosses . ---:::::f;::::;::
\ History File | \BackupHistor20121226.csv Load. ’\— _{rse.SEa-ce- .F-J. 31-.22(3.5-,

L X X R R R TR R R X R R LRy o
Schedule Unit Name Backup  Drive File Name Progr.. StartTime  End Time Result
201212/26 08:00:00 - 15:59:00 Stopped F F:\Backuph201212... 2% 15:58:35 15:59:03
201212/26 08:00:00 - 15:59.00 [0008] MD1600E F F:\Backup\[0008] H... 15:59:34

2012/12/26 16:00:00- 16:59:00 | [0006] MD16O0E FiBackup\000B] M... | 1% | 1&4t0s | ]

® ® &

Item Description
History File It shows the file path of history file and its name. | BEm e
lecting the d he detail R S
By selecting the date, you can get the details. ey
1
2 Backup List Window It shows the backup state of already completed or ongoing backup.
3 Detail By selecting the backup list, you can check the details. ouan teno ol e ) ;
It displays Backup schedule, Unit name, File name and P ST
you can see the backup progress step-by-step. o o
4 Stop It stops backup. If there are another schedules, the next backup will be started.
5 Date/Time It displays Date and time
6 Backup Disk It shows backup disk and its free disk space
Information
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Tray Icon .

After PC booting, schedule backup program is automatically executed and 55 icon is displayed at tray window.
During the backup progress, =3 icon shows Red marking. When this icon is in display, schedule backup is run
as background program. You can open the popup menu by clicking the right mouse button and you can exit
or configure the schedule backup program.

MiniPlayer

MiniPlayer can play the Re4 file. It is useful when a user could not install the Control Center, so when you
made a video backup, this MiniPlayer helps its easy play. After execution of the MiniPlayer, "Open” dialog box
will be automatically executed, and you may select a Re4 file which you want to play.

Hi3 MiniPlayer - FACC Backup#{0001] ... ﬂlﬁ
( 1 > :-File Window Mode Filter Log About .. s
C K K K KX e e e e

Cam@

Py

A

©

S

.- - - - - -
e oe ¢ D70
5
{
Item Description
Menu File You can open a file or exit the program (Open / Exit)
Window Mode It changes the split display modes. (1 /4 /9 / 16 Channel)
Filter It can enable De-interlace mode.
1 De-interlace mode only works for playback of D1 resolution video.
(De-interlace / Screen Adjustment)
Log It opens log viewer. Log is recorded along with video image. (Log View)
About... It shows the software information like version, copyright..
2 Display window It plays the video
3 Time line You can move the playback position by slider bar.
4 Play, Image save, 14 ‘ il > 4 You can change the play method by clicking buttons.
Print, Audio, (Step Backward / Play Backward / Pause / Play Forward / Step Forward)
Channel change ﬂ It saves the current image as JPEG, BMP format. Caption, Name, Date/Time,
buttons Event information can be saved optionally.
é It prints the current image. Along with image, Channel name, Recording
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time, Event information is printed, and you can add memo into caption.

It shows Open dialog box. You can select a file.

It turns on or off the audio.

| & & &

[El If there are another channels, this buttons move to previous/next channel.

It controls audio volume.

5 File recording interval It shows start and end date/time information of the selected file.

DVR HDD Manager

DVR's harddisk can be connected to a PC and its data can be copied. You may use this method when you
want to do backup the entire disk. This is the fastest method to execute the backup.

g HDD Copy Utility =NAEl X @
S P PHYSICALDRIVES =]
Destination [ WPHVSICALDRIVED (236661 El @

@ Copy
0.0% @

[ oK | cancel
Item Description
1 Source Select a disk where the original source data is saved.
5 Destination Select a disk where the copied data to be saved.
The selected disk should have larger free space than original disk.
3 Copy If pressed Copy button, a popup window will appear which asks whether you proceed the copy.
And, after you enter the Administrator's password, copy will be started.
4 Progressive bar It shows the progress of copying.

OneTime Password

OneTime Password Generator can be used for IP camera, and you can use it by checking "Use Onetime
Password" of User Account at IP camera setting. You can connect to IP camera by FTP client program, and you
have to re-generate onetime password again for next connection. For the details of IP camera setting, please
refer to the user's manual of the product.

g B
= \WebEye 2.0 One Time Password Generator @
ADDRESS PORT 1
On i [® ©)
FTP ID- 1~ PASSWORD :
G ®

One Time Password - =
O | Generator : 5
6
7

| Cancel ' ’
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Item Description
1 Address Enter the address of IP camera.
2 Port Enter the port number which IP camera uses.
3 FTP ID Enter the User ID which is assigned for FTP User Account of the IP Camera.
4 Password Enter the Password which is assigned for FTP User Account of the IP Camera.
5 Generator After you enter all necessary IP camera information, click it to generate One Time Password.
6 One Time Password It shows generated One Time Password.
7 Cancel It terminates the program.

File Converter

eye format still image file and rec3, rec4 format video clip files can be converted to bmp, jpg, avi files by this
converting program. Besides, multiple eye files can also be converted to video clip file.

r"?; FileConverter @1
FileConverter 2

Convert eye file(s) to jpg or brop file(s], ( )—‘ Start |

Convert sequential eve files to a rec file, Start ’—
Convert sequential eye files to a avi file, Start ’—
Conver a rec file to a avi file, @— Start

= 'rec file' means that a file has extension of re3, red,

FileCanverter v2,2, 24 1 : )—{ Ok |

Item Description
1 Convert eye file(s) to jpg or bmp file(s). It converts eye file to jpg or bmp file.
2 Convert sequential eye files to a rec file It converts eye file to re4 file.
3 Convert sequential eye files to a avi file It converts eye file to avi file.
4 Convert a rec file to a avi file It converts rec3, rec4 file to avi file.
5 OK It terminates the program.
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Converts eye file to jpg or bmp file
Click [Start] button of “Convert eye file(s) to jpg or bmp file(s)."

-
Convert a .eye file to a .bmp or jpg file.

S

-
Convert a .eye file to a .bmp or jpg file.

Select Source
Select eye filels) to convert.

Eve file list to convert:
-

ChUsers\QA_PC_007 Deskiop“eye'images'].eye &

Output file Type

@Seled output file type.
to bmp

(})
topg e meeeescsscscscicccccccces
[

] = )
C\Users\OA_PC_007 Desktop'eyetimages'2eye 0 .

: C\Users\QA_PC_007\Deskiop'eye\images'd.eye Jpeg P .qualrty: JI IED j

o |C:\Users\QA_PC_007\Desktop'eye\images'd eye : . Max

\E:\Users\OAﬁPCJﬂ?\Desk{op\eye\images\ﬁ.eye o I L

cecccescccnccncseeas |
Add.. | Delete
< Back Neat > Cancel | Help | < Back Nead Cancel Help
\ (. —
i _ A . Y
Convert a .eye file to a .bmp or jpg file. ﬁ Convert a .eye file to a .bmp or jpg file. ﬁ
Converting Destination Folder
Selected files are being converted. please wa. @Sded destination folderto converted file be placed.
100°% Same with source
. ] 11

"cusers'ga_pc_007\desktopteye'images\1 jpg" created. Uss the following folder

"cwusers'ga_pc_007 desktopeyetimages'2 jpg" created.

"ewsershqa_pc_007 desktopeyetimages'3 jpg" created. IC1\U5EB\Qﬂ_PC_WT\DESMDD\e)'B\iMEQES I

"ewsershqa_pc_007 desktopeyetimages'd jpg" created. )

"cusershga_pc_007desktop'eystimages\5 jpg" created. (This must be a folder path, not file name.)

Completed! .!

I
<Back [ Frsh | Cancal | Hep | <Back | Comvet! | Camcel | e |

\

1) Click @ [Add] button to select eye files to convert. 2) selected files are listed and the files can be
deleted by (3 [Delete] button. Click @ [Next] button to move the next step.

2)
its @ quality. Click [Next] button to move to the next step.

3)
choose your own location. To decide your own location click @ [...] button to open the file explorer.
Lastly, Click @ [Convert!] button to move to the next step.

4) After file converting progress, click @ [Finish] button to terminate the program.

You can choose the output type between (B bmp or & jpg. When you choose jpg file, you can adjust

Decide the location where the output file to be saved. (9 Same place with the source file, or you can
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Converts eye file to re4 file

Click [Start] button of “Convert sequential eye files to a rec file".

' Y i Y
Convert eye files to a .red file. g Convert eye files to a .red file, M

Select source and destination Converting
Select eye file folder and set output file

Selectedfiles are being converted. please wait.
®

eye folder IC.\Users\O.ﬂ_PC_ﬂ’DT\Desklup\eye\imagesZ |

100 %

"Chlsers\3A_PC_007 Deskiop'eye'images2\Rec_testred" created.
rec file IC:\Users\OA_PC_ﬂ’D?\Desktop\eye\images?\ﬁec_test.re-i | Completed!

< Back Next > Cancel | Hep | cBack [ Fnsh | Cancel | Help |
L

\

1) After open the file explorer by Clicking @ [...] button, select the folder where the source eye files are

located. By clicking @ [...] button, decide the folder where the output file to be saved, and input file
name. Click 3 [Next] button to start file converting.

2) After file converting progress, click @ [Finish] button to terminate the program.




Converts eye file to avi file

Click [Start] button of “Convert sequential eye files to a avi file".

- ~ s ~
Convert eye files to a .avi file, &J Convert eye files to a .avi file. I&J
Select source and destination Setting avi condition
Select eye file folder and set output file Select avi codition - resolution, compress type ...
; Select avi information e
eye folder |C:'-.Users"-.QA_PC_DDT‘-.Desktop"-eye"umages3
Compress Type Compressed(XVID) > The_se_ values can_be not )
avi file |C:'-.Users"-.QA_PC_DDT‘-.Desldop"-eye"-.Rec_tast.avi J appliciable according backup file
- wavelete frame can't be
Bitrate 500 ¥ |=Fonverted to WISE.
Quality 6 -
| Neaxt > | Cancel < Back | Next | Cancel
- ~
Convert eye files to a .avi file, ﬁ
Converting
Selected files are being converted. please wait.
AENERNENEENENEENENEENENEENENNNNEENNNEENNNENNENNERR 100%

"ChUsers'3A_PC_007 Desktop'eye'\Rec_test avi" created.
Completed!

< Back | Firiish | Cancel

1) After open the file explorer by Clicking @ [...] button, select the folder where the source eye files are
located. By clicking @ [...] button, decide the folder where the output file to be saved, and input file
name. Click 3 [Next] button to move to the next step.

2) You can decide the avi compression method and quality at "Setting avi condition" step. @) Select the
compression method, (B Bitrate and (& Quality. Note that you can select the compression bitrate and

quality only when XVID compression method is selected. Click (7) button to start file converting.

3) After file converting progress, click [Finish] button to terminate the program.

<Note>

1. To play a avi file which was created by Uncompressed, Compressed(XVID) method, "XVID" CODEC should

be installed on your PC.

2. To play a avi file which was created by Compressed(WISE) method, 'DWISEFilterInstall.exe’ should be

installed on your PC.
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Conversion from re4 file to avi file

Execute the FileConverter program and, Click [Start] button of “Convert a rec file to a avi file".

-

~ . ™~y
Caonvert a .rec file to a .avi file. |i| Convert a .rec file to a .avi file. u
Select Source Select Source
Select recfile @ Select time interval and channel information for avi.
| '.----------------------------------I----.\
rec file C\Users\aA_PC_007\DesktoptCC Backup\[0001] HDBOOH_IP_186< . | B From To '
) S| e e M e !
ce e reeeceeee e -
. .
FileLogin ! M Select channel to backup .
Vi1 C2 s Ta s Cse 7 [Cs8 :
Password fl Ca T C1 C12 C1s T F1s s s
Ci7 e M1 Ca Ma Tz M T :"@
e M Dy Mae M2 Moo B3 M -
DK I Cancel ]
¥ Only Video (without Audio, Caption) .
(I you save with audio or caption. The speed of converting will be very slow ) :

L)

D X T R R

Cancel Help

-

Convert a .rec file to a .avi file.

Destination Folder

@Sded destination folderto converted file be placed.
Same with source

1" se the following folder

(This must be a folder path, not file name.}

-

Convert a .rec file to a .avi file.

Converting
Selected files are being converted. please wait.

100%

"z wsershga_pc_D07\desktop'ce backup\[0001] hdB00h_ip_186-20121126_121723-2012112
Completed!

[l T 3

15

< Back Finish Carcel | Hep |

-

Convert a .rec file to a .avi file.

Setting avi condition
Select avi codition - resolution, compress type ...

—Select aviir ion /7\
Compress Type [Compressed(XVID) «| These values can be not

appliciable according backup file.
- wavelste frame cant be
onverted to WISE.

Eitrate

Quality

1) At Select Source window, if you click the @ [...], File explorer appears and you can select a re4 file to
convert. Move to the next step by clicking @ [Next] button. If the selected re4 file has password
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protection, 3) password window appears and after the password authentication, you can move to the
next step. You can decide the converting interval and whether to include audio. Decide the interval @
and decide the channel and audio ®. After the selection, move to the next step by clicking (& [Next].

2) You can select avi compression method and quality at Setting avi condition window. Select the
compression Type @), Bitrate ®, Quality @. Note that compression bitrate and quality can be changed
only when compression type was selected as XVID. Click [Next] button and move to the next step.

3) At Destination Folder window, decide the place where the converted file to be saved. Same folder with
original file @ or you may select a folder. To select a folder, click @ [...] button to open the file explorer.
After decision the folder, click [Convert!] button to start file conversion.

4) After confirmed the 100% of converting, click @ [Finish] button to close the window.
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Appendix

Introduction of WESP SDK

WESP SDK(WEBGATE Embedded System Protocol Software Development Kit) supports software programmer to
easily develop a software application that interfaces with WEBGATE products.

Because WESP SDK includes all functions which Control Center provides, you can easily make your own
application. Through this SDK, you can manage all configuration of products, can get live monitoring and
playback video image.

Besides, WESP SDK is based on Microsoft COM technology, it supports diverse development languages like
Visual Basic, Visual C++, Visual Basic Script, Java Script, .Net. WEBGATE's all products were designed under
WESP protocol, so your designed application software can be used for all WEBGATE products.

Main features

v Provides same instructions for all WEBGATE equipment
v Easy development environment and method

v Supports all functions of products

SDK Composition

SDK consists of Monitor, Discovery, Event, Config, PTZ, and Playback components.

SDK Examples

Example of live monitoring

When you want to get video from network camera or DVR, you can easily implement it by using Monitor
component.

Following example shows that if you click the "Live monitoring!" button, application connect a product by
entering IP address, port, ID, password. And after the connection, it displays channel 1 video with normal
quality, 30frame/second speed.

— < visual basic 6.0>

 If button clicked, try the connection
Private Sub Command_connect_Click()
call MonitorcCtrl.Connect(“192.168.63.1”, 80, “guest”, ‘“guest_password”)
End Sub
‘ After connection, request the video
Private Sub MonitorCtri_AckReceived(Byval ackCode As Long, Byval param As Long)
If AckCode = ACK_CONNECT Then
call MonitorcCtrl.Playvideo(l, RESOLUTION_NORMAL, 30)
End If
End Sub
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< Execution of sample code >

N “
B004.06.16.15%

Live monitoring!

Example of Recording
If you want to record current video during the live monitoring, following codes provide it.

— < visual basic 6.0>
Private Sub start_recording_Click()

call Monitorctrl.startRecording("c:\quickRec\", "testRecording.re3")
End Sub

Private Sub stop_recording_Click() MonitorcCtrl.StopRecording
End Sub

Example of PTZ control

If PTZ is connected, you can turn on/off the PTZ control function during live monitoring by following codes.

— < visual basic 6.0>

Private Sub start_ptz_Click()
‘ Input the PTZ channel number to parameter
call Monitorctrl.StartPTZ(1)

End Sub

Private Sub stop_ptz_Click()
MonitorcCtrl.StopPTZ
End Sub
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<Execution of sample code>

w Form1

Following example is using Monitor, PTZ and Event component, and if a sensor alarm is occurred, PTZ moves
to an pre-assigned preset position.

1) Above picture shows dome camera and sensor position.

2) Configures the preset position of dome camera. (Preset setting can be executed by Config component)

3) Following codes support that PTZ moves to the corresponding Preset position according to the alarm
sensor input.
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— < visual basic 6.0>

“ 1f start button is clicked, Event, Monitor, and PTZ ActiveX component connect to
the equipment.
Private Sub Command_start_Click()
call Eventl.Connect(“192.168.63.1”, 80, ‘“guest”, *“guest_password”, 0)
call Monitorl.Connect(“192.168.63.1”, 80, “guest”, “guest_password”)
call PTzl.Connect(“192.168.63.1", 80, “guest”, “guest_password”)
End Sub
“ If stop button 1is clicked, close the connection.
Private Sub Command_stop_Click()
Monitorl.Disconnect
PTz1.Disconnect
Eventl.Disconnect
End Sub
‘ Wwhen a event is occurred at server, below function will be executed.
If Event category is 1 and Event ID is 16 then,
Sever executes preset command 16 which is correspond to sensor input
Private Sub Eventl_EventReceived(Byval pIEvent As WESPEVENTLibCtl.IEvent)
If pIEvent.EventCategory = 1 And pIEvent.EventID = 16 Then
call PTzl.GotoPreset(pIEvent.NumberField)
End If

If pIEvent.EventCategory = 1 And pIEvent.EventID = 17 Then
“ If Sensor input is off, it will not work.

End If
End Sub
‘ After Monitor component succeeded to the connection, it displays video.
Private Sub Monitorl_AckReceived(Byval AckCode As Long, Byval Param As Long)

If AckCode = ACK_CONNECT Then

Monitorl.Playvideo 1, 3, 15
End If
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Specifications

 Standard  Professional Enterprise
GENERAL
Max. Unit 1024
Max. Monitor(View) 2 6 4+50 External Monitor

Max. Supported Division

1/4/9/13/25/36/49 /64

H/W Support

HD Series DVR, LH/EH/MH Series DVR, MD Series DVR, MPEG-4 WebEye Series, NVS04S, WinDVrsS,
WinRDS

Video Format

H.264 / MPEG4 / JPG

Audio Format

ADPCM / True speech / G.723

User Management YES YES YES
Manage Units, Monitor by user Manage Units, Monitor by user
separately separately

Account Level YES

Max account 100

WNS (DDNS) YES

WRS (Dynamic IP Registration YES

Server)

MONITOR

Performance 8 HD 1080p30 © 12 HD 1080p30 © 12 HD 1080p30 / PC

Real-Time Audio YES

Remote PTZ Control YES

Remote 1/0 Control YES

Save snapshot image YES

Quick Recording YES

Alarm Log Viewer, Save/Search | YES

Event List

Auto Action YES YES

Alarm Popup, Buzzer Alarm Popup, Buzzer, Latch Window, Relay, e-Mail, Preset, Recording,
Save image

Rule based auto action NO YES

Error Management (Latch NO YES

Function) Item of errors to be managed are selectable freely

Action Log NO YES
User action, auto action

Log Save YES

Status Viewer YES

Auto Connection (Lost & YES

Recovery)

Watermark YES

Keyboard Shortcuts NO YES

Joystick (WKC-100) NO YES

View Set (group) YES

Map YES YES
Section, Sub Map, Map Link

Remote Login NO YES

PLAYBACK

Playback YES

Backup (re4, avi) YES

Log Viewer YES

Timeline display(log) Timeline YES

index search

Go to a certain time Calendar YES

search

Playback event image YES
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Standard Professional Enterprise
Speed playback(0.5~64x) YES
Smart Search YES
Thumbnail Search YES
Text Search YES
Snapshot / Print YES
Zoom in/out image YES
Brightness/Contrast
Audio play YES
Fix Layout NO " YES
UTILITY
Web Viewer NO " YES
Schedule Backup YES
DVR HDD Manager YES
File Converter (eye to bmp, rec | YES

to avi...)

System Requirement

Recommended Intel Core i7 2.8GHz, 4GB of RAM, 500GB HDD, Radeon 1024MB PCI-E Graphic Cards, Support AGP
Acceleration, Support PCI-E 2.0 16x of higher, 100/1000 Ethernet NIC, Sound Card

Minimum Intel Core2Duo 2.93GHz, 2GB of Intel Core2Quad 2.4GHz, 4GB of RAM, 500GB HDD, 256MB PCI-E
RAM, 100GB HDD, 128MB Graphic Card, Support AGP Acceleration, 10/100/1000 Ethernet NIC,
Graphic Card, Support AGP Sound Card
Acceleration, 10/100/1000
Ethernet NIC, Sound Card

OS Windows XP 32bit, Windows 7 32bit
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Open Source License Report on the Product

The software included in this product contains copyrighted software that is licensed under the GPL/LGPL. You may obtain the complete Corresponding Source
code from us for a period of three years after our last shipment of this product by sending email to < mycctv@gmail.com >.

If you want to obtain the complete Corresponding Source code in the physical medium such as CD-ROM, the cost of physically performing source distribution
might be charged.

LGPL : Miniplayer.exe, WespMonitor.dll, WespPlayback.dll, WESPRecorder.dll

BSD License : Configuration.dll, AuthCodeGenerator.lib, UserManager.dll, libcdkey.lib, XCrashReport.exe

Copyright (c) 1998-2000 University College London

All rights reserved.

GNU LESSER GENERAL PUBLIC LICENSE

Version 2.1, February 1999

Copyright (C) 1991, 1999 Free Software Foundation, Inc.
51 Franklin Street, Fifth Floor, Boston, MA  02110-1301 USA
Everyone is permitted to copy and distribute verbatim copies
of this license document, but changing it is not allowed.

[This is the first released version of the Lesser GPL. It also counts
as the successor of the GNU Library Public License, version 2, hence
the version number 2.1.]

Preamble

The licenses for most software are designed to take away your freedom to share and change it. By contrast, the GNU General Public Licenses are intended to
guarantee your freedom to share and change free software--to make sure the software is free for all its users.

This license, the Lesser General Public License, applies to some specially designated software packages--typically libraries--of the Free Software Foundation
and other authors who decide to use it. You can use it too, but we suggest you first think carefully about whether this license or the ordinary General Public
License is the better strategy to use in any particular case, based on the explanations below.

When we speak of free software, we are referring to freedom of use, not price. Our General Public Licenses are designed to make sure that you have the
freedom to distribute copies of free software (and charge for this service if you wish); that you receive source code or can get it if you want it; that you can
change the software and use pieces of it in new free programs; and that you are informed that you can do these things.

To protect your rights, we need to make restrictions that forbid distributors to deny you these rights or to ask you to surrender these rights. These restrictions
translate to certain responsibilities for you if you distribute copies of the library or if you modify it.

For example, if you distribute copies of the library, whether gratis or for a fee, you must give the recipients all the rights that we gave you. You must make
sure that they, too, receive or can get the source code. If you link other code with the library, you must provide complete object files to the recipients, so that
they can relink them with the library after making changes to the library and recompiling it. And you must show them these terms so they know their rights.

We protect your rights with a two-step method: (1) we copyright the library, and (2) we offer you this license, which gives you legal permission to copy,
distribute and/or modify the library.

To protect each distributor, we want to make it very clear that there is no warranty for the free library. Also, if the library is modified by someone else and
passed on, the recipients should know that what they have is not the original version, so that the original author's reputation will not be affected by problems
that might be introduced by others.

Finally, software patents pose a constant threat to the existence of any free program. We wish to make sure that a company cannot effectively restrict the
users of a free program by obtaining a restrictive license from a patent holder. Therefore, we insist that any patent license obtained for a version of the library
must be consistent with the full freedom of use specified in this license.

Most GNU software, including some libraries, is covered by the ordinary GNU General Public License. This license, the GNU Lesser General Public License,
applies to certain designated libraries, and is quite different from the ordinary General Public License. We use this license for certain libraries in order to
permit linking those libraries into non-free programs.

When a program is linked with a library, whether statically or using a shared library, the combination of the two is legally speaking a combined work, a
derivative of the original library. The ordinary General Public License therefore permits such linking only if the entire combination fits its criteria of freedom.
The Lesser General Public License permits more lax criteria for linking other code with the library.

We call this license the "Lesser" General Public License because it does Less to protect the user's freedom than the ordinary General Public License. It also
provides other free software developers Less of an advantage over competing non-free programs. These disadvantages are the reason we use the ordinary
General Public License for many libraries. However, the Lesser license provides advantages in certain special circumstances.
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For example, on rare occasions, there may be a special need to encourage the widest possible use of a certain library, so that it becomes a de-facto standard.
To achieve this, non-free programs must be allowed to use the library. A more frequent case is that a free library does the same job as widely used non-free
libraries. In this case, there is little to gain by limiting the free library to free software only, so we use the Lesser General Public License.

In other cases, permission to use a particular library in non-free programs enables a greater number of people to use a large body of free software. For
example, permission to use the GNU C Library in non-free programs enables many more people to use the whole GNU operating system, as well as its variant,
the GNU/Linux operating system.

Although the Lesser General Public License is Less protective of the users' freedom, it does ensure that the user of a program that is linked with the Library
has the freedom and the wherewithal to run that program using a modified version of the Library.

The precise terms and conditions for copying, distribution and modification follow. Pay close attention to the difference between a "work based on the library"
and a "work that uses the library". The former contains code derived from the library, whereas the latter must be combined with the library in order to run.

TERMS AND CONDITIONS FOR COPYING, DISTRIBUTION AND MODIFICATION

0. This License Agreement applies to any software library or other program which contains a notice placed by the copyright holder or other authorized party
saying it may be distributed under the terms of this Lesser General Public License (also called "this License"). Each licensee is addressed as "you".

A "library" means a collection of software functions and/or data prepared so as to be conveniently linked with application programs (which use some of those
functions and data) to form executables.

The "Library", below, refers to any such software library or work which has been distributed under these terms. A "work based on the Library" means either the
Library or any derivative work under copyright law: that is to say, a work containing the Library or a portion of it, either verbatim or with modifications and/or
translated straightforwardly into another language. (Hereinafter, translation is included without limitation in the term "modification".)

"Source code" for a work means the preferred form of the work for making modifications to it. For a library, complete source code means all the source code
for all modules it contains, plus any associated interface definition files, plus the scripts used to control compilation and installation of the library.

Activities other than copying, distribution and modification are not covered by this License; they are outside its scope. The act of running a program using the
Library is not restricted, and output from such a program is covered only if its contents constitute a work based on the Library (independent of the use of the
Library in a tool for writing it). Whether that is true depends on what the Library does and what the program that uses the Library does.

1. You may copy and distribute verbatim copies of the Library's complete source code as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and disclaimer of warranty; keep intact all the notices that refer to this License and to the
absence of any warranty; and distribute a copy of this License along with the Library.

You may charge a fee for the physical act of transferring a copy, and you may at your option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Library or any portion of it, thus forming a work based on the Library, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you also meet all of these conditions:

a) The modified work must itself be a software library.

b) You must cause the files modified to carry prominent notices stating that you changed the files and the date of any change.

c) You must cause the whole of the work to be licensed at no charge to all third parties under the terms of this License.

d) If a facility in the modified Library refers to a function or a table of data to be supplied by an application program that uses the facility, other
than as an argument passed when the facility is invoked, then you must make a good faith effort to ensure that, in the event an application does
not supply such function or table, the facility still operates, and performs whatever part of its purpose remains meaningful.

(For example, a function in a library to compute square roots has a purpose that is entirely well-defined independent of the application. Therefore,
Subsection 2d requires that any application-supplied function or table used by this function must be optional: if the application does not supply it,
the square root function must still compute square roots.)

These requirements apply to the modified work as a whole. If identifiable sections of that work are not derived from the Library, and can be reasonably
considered independent and separate works in themselves, then this License, and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole which is a work based on the Library, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to work written entirely by you; rather, the intent is to exercise the right to
control the distribution of derivative or collective works based on the Library.

In addition, mere aggregation of another work not based on the Library with the Library (or with a work based on the Library) on a volume of a storage or
distribution medium does not bring the other work under the scope of this License.

3. You may opt to apply the terms of the ordinary GNU General Public License instead of this License to a given copy of the Library. To do this, you must
alter all the notices that refer to this License, so that they refer to the ordinary GNU General Public License, version 2, instead of to this License. (If a newer
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version than version 2 of the ordinary GNU General Public License has appeared, then you can specify that version instead if you wish.) Do not make any
other change in these notices.

Once this change is made in a given copy, it is irreversible for that copy, so the ordinary GNU General Public License applies to all subsequent copies and
derivative works made from that copy.

This option is useful when you wish to copy part of the code of the Library into a program that is not a library.

4. You may copy and distribute the Library (or a portion or derivative of it, under Section 2) in object code or executable form under the terms of Sections 1
and 2 above provided that you accompany it with the complete corresponding machine-readable source code, which must be distributed under the terms of
Sections 1 and 2 above on a medium customarily used for software interchange.

If distribution of object code is made by offering access to copy from a designated place, then offering equivalent access to copy the source code from the
same place satisfies the requirement to distribute the source code, even though third parties are not compelled to copy the source along with the object code.

5. A program that contains no derivative of any portion of the Library, but is designed to work with the Library by being compiled or linked with it, is called a
"work that uses the Library". Such a work, in isolation, is not a derivative work of the Library, and therefore falls outside the scope of this License.

However, linking a "work that uses the Library" with the Library creates an executable that is a derivative of the Library (because it contains portions of the
Library), rather than a "work that uses the library". The executable is therefore covered by this License. Section 6 states terms for distribution of such
executables.

When a "work that uses the Library" uses material from a header file that is part of the Library, the object code for the work may be a derivative work of the
Library even though the source code is not. Whether this is true is especially significant if the work can be linked without the Library, or if the work is itself a
library. The threshold for this to be true is not precisely defined by law.

If such an object file uses only numerical parameters, data structure layouts and accessors, and small macros and small inline functions (ten lines or less in
length), then the use of the object file is unrestricted, regardless of whether it is legally a derivative work. (Executables containing this object code plus
portions of the Library will still fall under Section 6.)

Otherwise, if the work is a derivative of the Library, you may distribute the object code for the work under the terms of Section 6. Any executables containing
that work also fall under Section 6, whether or not they are linked directly with the Library itself.

6. As an exception to the Sections above, you may also combine or link a "work that uses the Library" with the Library to produce a work containing portions
of the Library, and distribute that work under terms of your choice, provided that the terms permit modification of the work for the customer's own use and
reverse engineering for debugging such modifications.

You must give prominent notice with each copy of the work that the Library is used in it and that the Library and its use are covered by this License. You
must supply a copy of this License. If the work during execution displays copyright notices, you must include the copyright notice for the Library among them,
as well as a reference directing the user to the copy of this License. Also, you must do one of these things:

(] a) Accompany the work with the complete corresponding machine-readable source code for the Library including whatever changes were used in
the work (which must be distributed under Sections 1 and 2 above); and, if the work is an executable linked with the Library, with the complete
machine-readable "work that uses the Library", as object code and/or source code, so that the user can modify the Library and then relink to
produce a modified executable containing the modified Library. (It is understood that the user who changes the contents of definitions files in the
Library will not necessarily be able to recompile the application to use the modified definitions.)

(] b) Use a suitable shared library mechanism for linking with the Library. A suitable mechanism is one that (1) uses at run time a copy of the library
already present on the user's computer system, rather than copying library functions into the executable, and (2) will operate properly with a
modified version of the library, if the user installs one, as long as the modified version is interface-compatible with the version that the work was
made with.

(] c) Accompany the work with a written offer, valid for at least three years, to give the same user the materials specified in Subsection 6a, above, for
a charge no more than the cost of performing this distribution.

(] d) If distribution of the work is made by offering access to copy from a designated place, offer equivalent access to copy the above specified
materials from the same place.

(] e) Verify that the user has already received a copy of these materials or that you have already sent this user a copy.

For an executable, the required form of the "work that uses the Library" must include any data and utility programs needed for reproducing the executable
from it. However, as a special exception, the materials to be distributed need not include anything that is normally distributed (in either source or binary form)
with the major components (compiler, kernel, and so on) of the operating system on which the executable runs, unless that component itself accompanies the
executable.

It may happen that this requirement contradicts the license restrictions of other proprietary libraries that do not normally accompany the operating system.
Such a contradiction means you cannot use both them and the Library together in an executable that you distribute.

7. You may place library facilities that are a work based on the Library side-by-side in a single library together with other library facilities not covered by this
License, and distribute such a combined library, provided that the separate distribution of the work based on the Library and of the other library facilities is
otherwise permitted, and provided that you do these two things:

(] a) Accompany the combined library with a copy of the same work based on the Library, uncombined with any other library facilities. This must be
distributed under the terms of the Sections above.
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®  b) Give prominent notice with the combined library of the fact that part of it is a work based on the Library, and explaining where to find the
accompanying uncombined form of the same work.

8. You may not copy, modify, sublicense, link with, or distribute the Library except as expressly provided under this License. Any attempt otherwise to copy,
modify, sublicense, link with, or distribute the Library is void, and will automatically terminate your rights under this License. However, parties who have
received copies, or rights, from you under this License will not have their licenses terminated so long as such parties remain in full compliance.

9. You are not required to accept this License, since you have not signed it. However, nothing else grants you permission to modify or distribute the Library or
its derivative works. These actions are prohibited by law if you do not accept this License. Therefore, by modifying or distributing the Library (or any work
based on the Library), you indicate your acceptance of this License to do so, and all its terms and conditions for copying, distributing or modifying the Library
or works based on it.

10. Each time you redistribute the Library (or any work based on the Library), the recipient automatically receives a license from the original licensor to copy,
distribute, link with or modify the Library subject to these terms and conditions. You may not impose any further restrictions on the recipients' exercise of the
rights granted herein. You are not responsible for enforcing compliance by third parties with this License.

11. If, as a consequence of a court judgment or allegation of patent infringement or for any other reason (not limited to patent issues), conditions are
imposed on you (whether by court order, agreement or otherwise) that contradict the conditions of this License, they do not excuse you from the conditions
of this License. If you cannot distribute so as to satisfy simultaneously your obligations under this License and any other pertinent obligations, then as a
consequence you may not distribute the Library at all. For example, if a patent license would not permit royalty-free redistribution of the Library by all those
who receive copies directly or indirectly through you, then the only way you could satisfy both it and this License would be to refrain entirely from distribution
of the Library.

If any portion of this section is held invalid or unenforceable under any particular circumstance, the balance of the section is intended to apply, and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution system which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a consequence of the rest of this License.

12. If the distribution and/or use of the Library is restricted in certain countries either by patents or by copyrighted interfaces, the original copyright holder
who places the Library under this License may add an explicit geographical distribution limitation excluding those countries, so that distribution is permitted
only in or among countries not thus excluded. In such case, this License incorporates the limitation as if written in the body of this License.

13. The Free Software Foundation may publish revised and/or new versions of the Lesser General Public License from time to time. Such new versions will be
similar in spirit to the present version, but may differ in detail to address new problems or concerns.

Each version is given a distinguishing version number. If the Library specifies a version number of this License which applies to it and "any later version”, you
have the option of following the terms and conditions either of that version or of any later version published by the Free Software Foundation. If the Library
does not specify a license version number, you may choose any version ever published by the Free Software Foundation.

14. If you wish to incorporate parts of the Library into other free programs whose distribution conditions are incompatible with these, write to the author to
ask for permission. For software which is copyrighted by the Free Software Foundation, write to the Free Software Foundation; we sometimes make exceptions
for this. Our decision will be guided by the two goals of preserving the free status of all derivatives of our free software and of promoting the sharing and
reuse of software generally.

NO WARRANTY

15. BECAUSE THE LIBRARY IS LICENSED FREE OF CHARGE, THERE IS NO WARRANTY FOR THE LIBRARY, TO THE EXTENT PERMITTED BY APPLICABLE LAW.
EXCEPT WHEN OTHERWISE STATED IN WRITING THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE THE LIBRARY "AS IS" WITHOUT WARRANTY
OF ANY KIND, EITHER EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY AND PERFORMANCE OF THE LIBRARY IS WITH YOU. SHOULD THE LIBRARY PROVE DEFECTIVE,
YOU ASSUME THE COST OF ALL NECESSARY SERVICING, REPAIR OR CORRECTION.

16. IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER PARTY WHO MAY
MODIFY AND/OR REDISTRIBUTE THE LIBRARY AS PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING ANY GENERAL, SPECIAL, INCIDENTAL
OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE OR INABILITY TO USE THE LIBRARY (INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA
BEING RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD PARTIES OR A FAILURE OF THE LIBRARY TO OPERATE WITH ANY OTHER
SOFTWARE), EVEN IF SUCH HOLDER OR OTHER PARTY HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS

How to Apply These Terms to Your New Libraries

If you develop a new library, and you want it to be of the greatest possible use to the public, we recommend making it free software that everyone can
redistribute and change. You can do so by permitting redistribution under these terms (or, alternatively, under the terms of the ordinary General Public
License).
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To apply these terms, attach the following notices to the library. It is safest to attach them to the start of each source file to most effectively convey the
exclusion of warranty; and each file should have at least the "copyright" line and a pointer to where the full notice is found.

one line to give the library's name and an idea of what it does.
Copyright (C) year name of author

This library is free software; you can redistribute it and/or modify it under the terms of the GNU Lesser General Public License as published by the Free
Software Foundation; either version 2.1 of the License, or (at your option) any later version.

This library is distributed in the hope that it will be useful, but WITHOUT ANY WARRANTY; without even the implied warranty of
MERCHANTABILITY or FITNESS FOR A PARTICULAR PURPOSE. See the GNU Lesser General Public License for more details.

You should have received a copy of the GNU Lesser General Public License along with this library; if not, write to the Free Software
Foundation, Inc,, 51 Franklin Street, Fifth Floor, Boston, MA  02110-1301 USA

Also add information on how to contact you by electronic and paper mail.

You should also get your employer (if you work as a programmer) or your school, if any, to sign a "copyright disclaimer" for the library, if necessary. Here is a
sample; alter the names:

Yoyodyne, Inc., hereby disclaims all copyright interest in the library ‘Frob' (a library for tweaking knobs) written by James Random Hacker.

signature of Ty Coon, 1 April 1990
Ty Coon, President of Vice

That's all there is to it!

Configuration.dll, AuthCodeGenerator.lib, UserManager.dll, libcdkey.lib,
XCrashReport.exe license:

Copyright (c) 1998-2000 University College London

All rights reserved.

Redistribution and use in source and binary forms, with or without modification, is permitted provided that the following conditions are met:
1.  Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer.
2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the documentation
and/or other materials provided with the distribution.
3. All advertising materials mentioning features or use of this software must display the following acknowledgement:
This product includes software developed by the Computer Science Department at University College London
4. Neither the name of the University nor of the Department may be used to endorse or promote products derived from this software without
specific prior written permission.
THIS SOFTWARE IS PROVIDED BY THE AUTHORS AND CONTRIBUTORS “AS IS" AND ANY EXPRESSED OR IMPLIED WARRANTIES, INCLUDING, BUT NOT
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE
AUTHORS OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT
NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED
AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY
OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

Copyright (c) 1991 Bell Communications Research, Inc. (Bellcore)

Permission to use, copy, modify, and distribute this material for any purpose and without fee is hereby granted, provided that the above copyright notice and
this permission notice appear in all copies, and that the name of Bellcore not be used in advertising or publicity pertaining to this material without the specific,
prior written permission of an authorized representative of Bellcore. BELLCORE MAKES NO REPRESENTATIONS ABOUT THE ACCURACY OR SUITABILITY OF
THIS MATERIAL FOR ANY PURPOSE. IT IS PROVIDED "AS IS", WITHOUT ANY EXPRESS OR IMPLIED WARRANTIES.
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