OIL LEVEL INDICATOR 11LM-12

DIN 3018
Models 31 and 32A

ASEKO OY Ordering example: OSLM 1010

Parts and materials

No |Part Material
Body Brass
Shield |Brass
Indicator|Glass
Cap Brass
Gasket |[Rubber

Q| W|IN |-

Dimensions and weights

Model 31 Model 32 A
Model 32 A
H| D1 | D2 |Weight Code H | D1 | D2 |Weight

50 | G's" | 13| 0,028 50 | G's" | 13| 0,048
50 | G'4" | 13| 0,029 50 | G'4" | 13| 0,054
60 | G's" | 13| 0,027 60 | G'” | 13 | 0,052
60 | G'4" | 13| 0,031 OSLM1005 | 60 | G's" | 13 | 0,057
60 | G | 13| 0,033 60 | G%” | 13 | 0,090
80| G's"| 13| 0,035 OSLM1010 | 80 | G'+" | 13 | 0,057
80| G'4"| 13| 0,038 80 | G%" | 13 | 0,062
80| G%" | 13| 0,062 80 | G'2" | 13 ] 0,093
100 | G'4" | 13| 0,043 OSLM1015 |100 | G'4" | 13 | 0,068
100 | G%s” | 13| 0,069 OSLM1018 |175 | G'4" | 13 | 0,132
125 | G%s” | 13| 0,074 OSLM1025 |100 | G¥%” | 13 | 0,099
80| G'2" | 16| 0,106 OSLM1030 |125 | G%” | 13 | 0,106
100 | G'2." | 16 | 0,110 OSLM1035 | 80 | G'2” | 16 | 0,170
125 | G'/." | 16| 0,123 OSLM1040 |100 | G'2" | 16 | 0,174
150 | G'/»" | 16| 0,132 125 | G'/»" | 16 | 0,186
175 | G'/2" | 16 | 0,141 OSLM1045 |150 | G'2" | 16 | 0,198
200 | G'2” | 16| 0,152 OSLM1050 |175 | G'2" | 16 | 0,202
200 | G'" | 16 | 0,226

100 | G%+" | 16 | 0,207

125 | G%+" | 16 | 0,220

150 | G%+" | 16 | 0,231

200 | G%4" | 16 | 0,251

. +90°
Maximum temperature +90°C Model 32 A: coded available in stock, other on request
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