video in a different place using HDMI Through out function. Installing with HDR0801/HDR0801S, they
can transmit HD-SDI signal to the long distance over coaxial cable. It is a cost effective solution since it
transmits HDMI signal over coaxial cable and it is economical than other cabling solutions such as Fiber-
Optic and HDMI solutions.

| Features € C€

« HDMI to HD-SDI Converter (SC-HDT0801) [ SC-HDT0801 ]
with output resolution selection (SC-HDT0801S)

¢ HDMI Through Out Function(SC-HDT0801S)

« Selective HD-SDI output resolution(SC-HDT0801S)

¢ Ex) Input: 720p60 >> Output: 1080p30

¢ Long distance transmission up to 160m(Full HD: 1.5G) and
100m(Full HD: 3G) with RG-6/U

¢ HD-SDI + Power over 1 coaxial cable

¢ Supplying power to camera(DC12V/8W) when using Power
over Coax(PoC) function

« Surge Protection Function

| HD Signal Standards

U‘ Full HD 1.56 Full HD 36 ﬁ
1280 x 720p, 59.94Hz/60Hz 1920 x 1080p, 59.94 / 60Hz
1280 x 720p, 50Hz 1920 x 1080i, 50Hz / 60Hz | 1920 x 1080p, 50HZz
1920 x 1080p, 29.97H2/30Hz 1920 x 1080i, 60Hz

1 = SC-HDT0801/HDTO801S is a HDMI video signal transmission solution over coaxial cable which can con-
‘ o 0 8 0 1 S vert HDMI signal to HD-SDI signal as various output resolution. Also it is possible to monitor the same
. ¥

SDI Conv;rter + Power

| Specifications

U MODEL SC-HDT0801 ‘L
Video In HDMI | Connection Diagram
Video Out HD-SDI (Full HD: 1.5G, Full HD: 3G) - ~N
In DC 12V ~ 48V 1280°720p 60 SC-HDROBO1S ,
MIOUT. . 1920*1080p €0 |
Power |Out DC 12V / 0.67A (Max. 8W) %5—@
LED (Red) On: Normal, Flickering: Check osp oy
Max. Distance 120m(Full HD: 3G )/ 200m(Full HD: 1.5G)RG-6/U . HD Monitor
HDMI HDMI A Type BT
Connection Port HD Monifor
SDI out BNC-F - Oggg’lgo -
— x720p
LED SDI Green ON: Transmitting 2 | 1280x720p 50
" & 1920x1080i 60
HDMI | Yellow ON: LINK . T
Temperature / Humidity -10°C ~ +40°C /0 ~ 80% _ |5  1920x10800 30
5 i Lag ) 1920x1080p 25
Case body / Weight Aluminum /2029 . R
Dimensions(mm) 93(W) x 93(H) x 35(D) ¢ 1920x1080p 50
'~ J
ﬂ MODEL SC-HDT0801S | ] ]
Video In HDMI | Dimensions
—— HDMI Through Out S R
1aeo Ou
HD-SDI (Full HD: 1.5G, Full HD: 3G) SC-HDT0801 ”
In DC 12V ~ 48V = =
Power Out DC12Vv/ 0.7Al (Méx. 8W) T )
LED (Red) On: Normal, Flickering: Check - ]
SW NO. | OUTPUT SWNO. [OoUTPUT RN Transmitter |
B oo
- 0 | 1280x720p 60 4 | 1920x1080p 30
ut Setup
1 1280x72 1920x1080p 2
(Rotary DIP Switch) ROw0pE0 | G | IBEOIURORES
2 | 1920x1080i 60 6 | 1920x1080p 60 = =
3 | 1920x1080i 50 7 | 1920x1080p 50 "
Max. Distance 120m(Full HD: 3G) / 200m(Full HD: 1.5G) RG-6/U 93
HD-SDIOut  |BNCF = . @[
f;’:’;,'z‘";t HDMI In/ Out | HDMI A Type ¥ SeeEyes o)
Power In 2PIN Terminal Block L g‘% ®
LED SDI Green | On: Receiving SDI Beemn ST
HDMI | Yellow | On: Receiving HDMI
Input Power DC12V ~48V
Temperature / Humidity -10°C ~+40°C /0 ~ 80% L= =
Case body / Weight Aluminum / 220g
Dimensions(mm) 93(W) x 93(H) x 35(D) \_ y




