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• Rugged construction for use in demanding environments 

• Extra screening against electrical interference 

• Pressure tested to 100 bar ( submersible )  

• MS Type  Axial connector option 

• Stainless Steel body and core carrier 

• Modular construction for Guided or Free Core versions 

• LVDT, DC/DC, 4-20mA, Digital versions 

• Screw Mount options  

‘ R ’  is for Rugged. 

Solartrons well proven and popular S Series displacement transducers have provided the ideal 
platform for the SR ruggedized transducers, specifically developed for challenging environments 
in Lab ’ & Test, and Process Control applications.  

Environmental ratings for the SR Series have been increased to IP 68 or Hermetically Sealed, 
both with higher temperature capability where required on AC and Digital versions.   

Screw Mount options allow easier installation where the use of conventional mounting clamps 
are a problem, and a strong modular construction with sturdy end caps and guides ensure a 
long and reliable life in harsh conditions.  
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Screw Mount. 

Screw Mount transducers have a Captive Armature with 
an anti-rotation guide and an internal spring.  

Measuring ranges ( total )  from 5mm to 50mm . 

Standard Mount. 

Standard Mount transducers are available as 
Free Core or Guided armature. 

Spring Return is an optional extra with an ex-
ternal spring on guided versions.  

Measuring ranges ( total ) 5 mm to 300mm. 

Submersible SR. 

Available as both Screw or standard mount. 

1 Metre of MI ( mineral insulated )  cable and 
3 Metres of FEP cable is standard fit. 

Other lengths are available on request. 

SR Mounting options 

Retrofittable accessories

Part number
805192-SX

Part number
±2.5mm  208739/0025
±5mm  208739/0050
±7.5mm 208739/0075
±10mm 208739/0100
±15mm 208739/0150
±25mm  208739/0250
±50mm  208739/0500
±75mm  208739/0750
±100 mm 208739/1000
±150 mm 208739/1500

Springs 

Ball Tip Adaptor with Ball Tip 
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Also Available at  Solartron Metrology 

Solartron Metrology Offices 
Addresses for offices worldwide 
United Kingdom - Head Office 
Solartron Metrology 
Steyning Way 
Bognor Regis 
West Sussex 
PO22 9ST 
 
Tel: +44 (0) 1243 833333 
Fax: +44 (0) 1243 833322 
Sales.solartronmetrology@ametek.com 
 
China - Shanghai 
Solartron Metrology 
Rm 912, Metro Tower 
No 30 Tian Yao  Qiao Road 
Shanghai 200030 
Zhong Renmin Gongheguo 
 
Tel: +86 21 6426 8111 
Fax: +86 21 6426 7054 
china.solartronmetrology@ametek.com 
 
Japan 
Solartron Metrology 
4-5-37 Kamiosaki 
Shinagawa-ku 
Tokyo 141-0021 
 
Tel: +81 (0)3 3494 5131 
Fax: +81 (0)3 3494 5134ja-
pan.solartronmetrology@ametek.com 

Germany 
Ametek GmbH 
Solartron Metrology Division 
Rudolf-Diesel-Strasse 16 
40670 Meerbusch 
 
 
Tel: +49 (0) 2159 9136 500 
Fax: +49 (0) 2159 9136 505 
vertrieb.solartron@ametek.de 
 
China - Beijing 
Solartron Metrology 
Rm 912, Metro Tower 
No 30 Tian Yao  Qiao Road 
Shanghai 200030 
 
 
Tel: +86 21 6426 8111 
Fax: +86 21 6426 7054 
china.solartronmetrology@ametek.com 
 
USA  
915 N.New Hope Road 
Suite C,  
Gastonia, NC 28054 
 
 
Tel: +1 800 873 5838 
Fax: +1 704 868 8466 
usasales.solartronmetrology@ametek.com 

France 
Solartron Metrology 
Rond-point de l’Espine des Champs 
Buroplus - Bat. D 
Elancourt 78990 
 
 
Tel: +33 (0)1 30 68 89 50 
Fax: +33 (0)1 30 68 89 59 
france.solartronmetrology@ametek.com 
 
China - Chengdu 
AMETEK ChengDu Rep Office 
Room 2408, Zongfu Building 
35 Zongfu Road 
Chengdu, Sichun, 610016 
 
 
Tel: +86 28 8675 8111 
Fax: +86 28 8675 8141 
china.solartronmetrology@ametek.com 
 

 
 

 

Solartron pursues a policy of continuous development. Specifications in this document may therefore be changed without notice. 

Registered in England No. 04220056, 2 New Star Road, Leicester, LE4 9JQ 

Agent and Distributor details available at 


