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3. VIDEO INPUT 4. VIDEO QUTPUT
5. There are 8 outputs on the real panel
and you can select the DIP switch
button on only by manual , then
2. DC12V VOLTAGE INPUT . .
please select the input video to settle
downon1,o0r2,o0r3,o0r4, butevery
single selection should be only one
input selection.
Specificiation
MODEL
Input voltage DC+12V

Video input

1.0 Vp-p/ 75 ohm

Video output

1.0 Vp-p / 75 ohm

Max video input 2.0 Vp-p
Bandwidth 20 MHz+ / -3db
Video connectors BNC

Power lamp

Long life LEO

Working temperature

-10C TO +60C

Power consumption

3W Max

Construction Steel , with gray emamel finish
Dimensions 218(W) x 44(H) x 96(D) mm
Weight Approx. 652g
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3. VIDEOQ INPUT 4. VIDEO OUTPUT .
2. AC VOLTAGE INPUT 5. There are 8 outputs on the real panel

Specificiation

and you can select the DIP switch
button on only by manual , then
please select the input video to settle
downon1,or2,or3,or4,butevery
single selection should be only one
input selection.

MODEL

Input voltage

AC 230V / 50Hz

Video input

1.0 Vp-p /75 ohm

Video output

1.0 Vp-p /75 ohm

Max video input 2.0 Vp-p
Bandwidth 20 MHz+ / -3db
Video connectors BNC

Power lamp

Long life LED

Working temperature

-10C TO +60C

Power consumption

SW Max

Construction Steel , with gray emamel finish
Dimensions 218(W) x 44(H) x 96(D) mm
Weight Approx. 910g
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